
A conductive mat within an EPA increases security in handling ESD sensitive components 
since it prevents charging staff, trolleys etc. For several years we have provided package deal
installation contracts, which means that we assume total responsibility for the installation. 
This service includes everything from advice on choice of colour to:

· Building an EPA · Floor protection instructions
· Technical applications · Measurement checks according to valid standards
· Preparation of surfaces                          · Surface resistance 105 ± 107 W
· Earth connections                                 · Resistance to ground 105 ± 107 W

FLOOR MATS

Prod. No.: 5320/Q          Prod. No.: 5330/Q            Prod. No.: 5350/Q          Prod. No.: 5360/Q           Prod. No.: 5370/Q

FLOOR INSTALLATIONS
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POLYFLOR CONDUCTIVE is a 2 mm thick conductive wear-resistant vinyl mat, with a beautifully
marbled top layer in 5 different colours.

Prod. No.                 Roll Width                       Roll Length                         Colour                   Welding Rod Prod. No./m
5320/Q 2 m 20 m Grey Grey 532 / 100 m/roll
5330/Q 2 m 20 m Beige Beige 533 / 100 m/roll
5350/Q 2 m 20 m Blue                       Blue   535 / 100 m/roll
5360/Q 2 m 20 m White                        White  536 / 100 m/roll
5370/Q 2 m 20 m Green Green 537 / 100 m/roll

Accessories:
Prod. No.                   Description Dimensions
AL 5000 Conductive glue
SIS 2333-02/10 Steel band 10 m x 10 mm x 0,1 mm
SIS 2333-02/20 Steel band 20 m x 10 mm x 0,1 mm
2200.117 Flat pin earth plug





CONDUCTIVE MATS FOR STANDING

Polyflor conductive mat for standing consists of a 2 mm vinyl mat, covered with a 9 mm conductive
underside layer of crumble-free foam. The foam is chamfered, making the sides of the mat snug 
against the floor. When placing on a conductive floor, no additional earth connection is necessary. 
When placing on an insulating floor, the mat is earthed with earthing plug Prod. No. 2200.110, 
see page B:7.
Prod. No.         Dimensions L x W Colour
5320/S 140 x 100 cm                 Light grey
5330/S 140 x 100 cm Beige
5350/S 140 x 100 cm Blue

Custom-designed dimensions on request. Maximum length 10 m. Standard width 1000 mm.

Conductive mat for standing, made out of a 2 mm sculptured rubber mat. Otherwise identical
to the Polyfloor mat above.

Prod. No.         Dimensions L x W         Colour
6200/T 140 x 100 cm                Black

Custom-designed dimensions on request. Maximum length 10 m. Standard widths 700, 1000
and 1400 mm. A:3

A conductive mat for standing offers an ergonomically balanced workplace for knees, hips and back
when doing standing jobs. The mats also perfectly hold chairs for varying operations.
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TACKY MATS

Ideal for all types of controlled areas such as:

· Electronics industry
· Clean rooms
· Pharmaceutical preparation
· Hospital environment

Prod. No.                 Dimensions L x W Thickness Colour
8160.1845 46 x 115 cm 2 mm White

Other colours, such as transparent or blue, and different adhesive strengths, are custom-designed on request.

Using one or more tacky mats, dirt from shoe soles, trolley wheels, pallet trucks etc. is effectively
prevented from spreading on the premises. The mat has a self-adhering backing that is placed directly
on the floor, which means that no frames are necessary.

· 30 sheets/mat, 4 mats/package, in total 120 sheets/package
· Numbered edges for easy removal
· Adhesive contains antibacterial additive
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TABLE MATS

Norastat dissipative table mats are made from wear-resistant synthetic rubber. They are resistant to
high temperatures, such as from hot solder. Surface and volume conductive. Thickness 2 mm.

Prod.No.                                  Colour Standard Dimensions Thickness
1400.662.R10 Beige roll  1.000 mm x 10 m 2 mm
1400.662.R12 roll  1.220 mm x 10 m 2 mm
1400.662.S cut from requirements              2 mm
1400.663.R Platinum grey              roll 1.220 mm x 10 m 2 mm
1400.663.S cut from requirements              2 mm
1400.664.R Light green roll 1.220 mm x 10 m 2 mm
1400.664.S cut from requirements              2 mm
1400.665.R Light blue roll  1.220 mm x 10 m 2 mm
1400.665.S cut from requirements              2 mm
1450.659.R Black                                       roll  1.220 mm x 10 m 1,5 mm

Prod. No. 1400.662.R     Prod. No. 1400.663.R       Prod. No. 1400.664.R      Prod. No. 1400.665.R     Prod. No. 1450.659.R

CLEANING PRODUCTS

ESD-Cleaner Tableis a detergent specifically intended for cleaning
workplaces, table surfaces and dissipative table covers. Cleanses
without leaving any insulating film. Can be used on all sorts of table 
covers. Efficiently removes residual fluxes, oil, grease and other dirt.

Prod. No. Description
81107 ESD-CleanerTable, 0,5 lit res, incl. spray pump and sponge
81108 ESD-CleanerTable, 1,0 litres, incl. spray pump and sponge
81109 ESD-CleanerTable, 5,0 litres

Conductive brush for cleaning table mats. The brush has 35 mm
nails in three lines and a conductive handle.

Prod. No.      Width Description
TEX-50 160 mm Bench brush

For information on other brushes, see section M and Q.
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WRIST STRAPS ( WITH 6 MM SNAP FASTENER )

DISPOSABLE WRIST STRAP
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Prod. No. Description
2050.750.7 Adjustable elastic textile wrist strap with silvered

fibres interwoven. Anti-allergenic.

2050.750.7.A Adjustable elastic textile wrist strap with conductive
fibres interwoven.

2051.750.S.7 Elastic metal wrist strap (make SPEIDEL)with insu-
lating outer layer. SMALL: circumference 140 mm.

2051.750.M.7 Elastic metal wrist strap (make SPEIDEL)with insu-
lating outer layer. MEDIUM: circumference 160 mm.

2051.750.L.7 Elastic metal wrist strap (make SPEIDEL) with insu-
lating outer layer. LARGE: circumference 175 mm.

2051.750.XL.7 Elastic metal wrist strap (make SPEIDEL)with insu-
lating outer layer. XL: circumference 190 mm.

2051.750.4.7 Adjustable elastic metal wrist strap(make SPEIDEL)
with insulating outer layer. Circumference 160±175 mm (women).

2051.750.5.7 Adjustable elastic metal wrist strap(make SPEIDEL)
with insulating outer layer. Circumference 175±190 mm (men).

Disposable wrist strap made from dissipative textiles, with
alligator clip.

Prod. No.                 Length
2060.750.200 1,5 m



Prod. No .                  Description Colour
2100.751.7 Coil cord with built-in safety resistor. Blue

Length 2.4 m with 4 mm banana plug.
2100.751.7.S Coil cord with built-in safety resistor.            Black

Length 1.8 m with 4 mm banana plug.

2100.752.7.10 Coil cord with built-in safety resistor.            Blue
Length 2.4 m with 10 mm snap fastener.

2100.752.7.10.S Coil cord with built-in safety resistor.            Black
Length 1.8 m with 10 mm snap fastener.

2101.780.7 Lightweight coil cord with built-in safety resistor.
Length 2.4 m with 4 mm banana plug.

2101.780.7.10 Lightweight coil cord with built-in safety resistor .
Length 2.4 m with 10 mm snap fastener.

COIL CORDS ( WITH 6 MM SNAP FASTENER )
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Prod. No. Description
2050.750.3 Adjustable elastic textile wrist strap with silvered

fibres interwoven. Anti-allergenic.

2050.750.3.A Adjustable elastic textile wrist strap with conductive
fibres interwoven.

2051.750.S.3 Elastic metal wrist strap (make SPEIDEL) with insu-
lating outer layer. SMALL: circumference 140 mm.

2051.750.M.3 Elastic metal wrist strap (make SPEIDEL) with insu-
lating outer layer. MEDIUM: circumference160 mm.

2051.750.L.3 Elastic metal wrist strap (make SPEIDEL) with insu-
lating outer layer. LARGE: circumference 175 mm.

2051.750.XL.3 Elastic metal wrist strap (make SPEIDEL)with insu-
lating outer layer. XL: circumference 190 mm.

2051.750.4.3 Adjustable elastic metal wrist strap(make SPEIDEL)
with insulating outer layer. Circumference 160±175 mm (women).

2051.750.5.3 Adjustable elastic metal wrist strap(make SPEIDEL)
with insulating outer layer. Circumference 175±190 mm (men).

WRIST STRAPS ( WITH 3 MM SNAP FASTENER )
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COIL CORDS ( WITH 3 MM SNAP FASTENER )

Prod. No. Description
2100.751.3 Coil cord with built-in safety resistor.

2100.752.3.10 Coil cord with built-in safety resistor.
Length 2.4 m with 10 mm snap fastener.

2101.780.3 Lightweight coil cord with built-in safety resistor .
Length 2.4 m with 4 mm banana plug.

2101.780.3.10 Lightweight coil cord with built-in safety resistor .
Length 2.4 m with 10 mm snap fastener.
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EARTHING SYSTEMS
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Prod. No. Description
2200. 121.11 Earth connection terminal for three cables with

4 mm banana plug.1 M Wsafety resistor.

2200. 121.12 Earth connection terminal for three cables with
10 mm snap fastener. 1 M Wsafety resistor.

2200.121.13 Earth connection terminal for three cables, two with 
10 mm snap fastener and one with 4 mm banana plug.
1 M Wsafety resistor.

2200.122.13 Earth connection terminal for three cables, two with 
10 mm snap fastener and one with 4 mm banana plug.

2200.122.14 Earth connection terminal for three cables with
4 mm banana plug.

2200.122.15 Earth connection terminal for three cables with
10 mm snap fastener.



EPA

EARTHING SYSTEMS
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Prod. No. Description
2200.110 Earthing plug with built-in safety resistor .

Length 1,5 m, 10 mm snap fastener. SEMKO-approved.
2200.114 Earthing plug with built-in safety resistor. 

Length 1,5 m, M4 ring terminal. SEMKO-approved.

2200.111 Earthing plug without safety resistor for connecting 
soldering iron. Length 1,5 m, banana plug.
SEMKO-approved.

EPA
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2250.756 Earthing cable with built-in safety resistor.
Length 1,5 m, 10 mm snap fastener + banana-
plug.

2250.755 Earthing cable with built-in safety resistor.
Length 1,5 m, 10 mm snap fastener + M4 ring-
terminal.

2250.758 Earthing cable with built-in safety resistor.
Length 1,5 m, 10 mm snap fastener + 6,4 mm
flat pin .

2200.122.10 Earth connection point with built-in safety resistor.
Length 4,5 m. 10 mm snap fastener, with socket for 2
banana plugs, M4 ring terminal.

2250.762 Cable without safety resistor. Length 1,5 m.
10 mm snap fastener + 10 mm snap fastener.

Custom-designed cables are available on request.
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SNAP FASTENERS
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Prod. No. Description
2287.10.10 Encased adapter for 10 mm snap fastener/banana 

plug.

2280.773 Alligator clip, small
2280.774 Alligator clip, large with socket for 10 mm 

snap fastener.

2280.770 Snap fastener 10 mm. 50 piece kit including 
assembly tools.

320612 Connection terminal for flat pin connection .



Art. Nr. 2400.673
A field service kit provides mobile staff with a portable work station.

Field service kit 2400.673 contains a multi layer dissipative vinyl mat, a 1.5 m grounding cord with
an alligator clip and an adjustable wrist wrap in fabric with accompanying  coil cord with a built in
resistor.

The mat has got two large pockets for storage of, for example, PC-boards during transport as well
as for wrist straps and grounding equipment. The service kit is supplied in a dissipative bag.

Field service kit, red.
Dimensions 610 x 610 mm.

FIELDÊSERVICEÊKIT

SERVICEÊSET

Even handling of electronics that do not
concern service, have to have complete ESD
protection. This is the reason why we offer
a very price worthy service set, art. Nr. S-1,
consisting of:

· 1 dissipative table mat 600 x 1200 mm
· 1 grounding contact
· 1 adjustable wrist wrap in fabric
· 1 coil cord

C:1
Art. Nr. S-1
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SERVICEÊVACUUMÊCLEANER

500W BLOWVAC SPECIAL is a small, compact service vacuum cleaner. The mouth piece is made of
soft conductive rubber and is grounded via the cord, the chassis and the net cable. The chassis is cast
in wear resistant conductive polypropylene and even the reinforced hose is specially designed to dissi-
pate static charges.

Specifications:
Motor: 500W/50Hz/240V. Double isolated and CE-labeled
Suction efficiency: Vacuum: max 1500 mbar. Airflow: max 25 litres/sec
Filter: Special multi layer paper filter
Dust capacity: Max 1,2 litres
Chassis: Wear resistant conductive PP with integrated handle and 

removable shoulder strap
Hose: Metal-reinforced conductive stretch hose. Can be stretched 

from 0,8m to 3,5m
Mouth piece: Long conductive rubber piece PHU-20
Net cable: 6 m grounded
Dimensions: 31,5 x 13 x 18,5 cm (LxWxH)
Weight: 2,5 kg

Spare parts:
Art. Nr. Description
36409706 Removable shoulder
36409830 Metal-reinforced conductive hose
36409820 Long conductive rubber piece PHU-20
36409723 Multi-layer paper filter, 10 pcs
36409724 Combined motor filter
36409725 Extra hose

EPA
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CHAIRS
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Adjustable back support

Gas lift height adjustment

Adjustable back support

Synchronised adjustment of seat
and back support ± 
ªswivel functionº

ªStepº is ergonomically designed for maxi-
mum comfort and safety for the user.
Conductive threads are woven into the fabric
and connected to the chassis. This allows the
static electricity to dissipate safely and contin-
uously when used in conjunction with con-
ductive flooring or floor mats.

· Adjustable as illustrated on the left
· Gas lift height adjustment
· Covered in a blue or grey dissipative fabric
· Resistance to ground 106 ± 108 ½
· Delivered with metal castors
· Armrests are ordered separately
· 5 years warranty

Art. Nr. Performance Colour
D100STEP-B Seat height 50-64 cm Blue
D100STEP-G Seat height 50-64 cm Grey

Art. Nr. Accessories
259 Extension 12 cm
260 Extension 22 cm
261 Extension 32 cm
262 Footrest ù 60 cm
263 Conductive studs 5 pcs
267 ESD castors in conductive plastic
268 ESD castors in metal
D100248 Adjustable arm rests



CHAIRS
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ªAgeº provides the user with heightened flexibili-
ty and seating comfort. The vast number of
adjustment possibilities ensures an optimal seating
position regarding both comfort and ergonomics.
Adjustment possibilities according to the illustra-
tions below. ªAgeº is equipped with a high back
support and also an improved support for the
lower back. Conductive threads are woven into
the fabric, which dissipates any  charges from the
user and /or the chair in a safe and continuous
manner. ªAgeº is delivered with metal castors.

· Gas lift height adjustment
· Dissipative fabric in blue or grey
· Resistance to ground 106 ± 108 ½
· Delivered with metal castors
· Armrests are ordered separately
· 5 years warranty

Art. Nr. Performance Colour
D100AGE-B Seat height 50-64 cm Blue
D100AGE-G Seat height 50-64 cm Grey

Arm rests are adjustable both in height- and width Adjustable back support Adjustable height with gas lift
on TOP and AGE

Back support tilt mechanism
on AGE

Synchronised adjustment of
seat and back support ± 

ªswivel functionº

The seat depth is 
adjustable

AGE AGE AGE

TOP & AGE TOP & AGE

Art. Nr. Accessories
259 Extension 12 cm
260 Extension 22 cm
261 Extension 32 cm
262 Footrest ù 60 cm
263 Conductive studs 5 pcs
267 ESD castors in conductive plastic
268 ESD castors in metal
D100248 Adjustable arm rests

ªTopº is our praiseworthy economy chair which
is ergonomically designed. Adjustment possibili-
ties according to illustrations below. Conductive
threads are woven into the fabric, which dissi-
pates any prospective charges from the user and
/or the chair in a safe and continuous manner.
ªTopº is delivered with plastic castors.

· Gas lift height adjustment
· Dissipative fabric in blue or grey
· Resistance to ground 106 ± 108 ½
· Delivered with plastic castors
· Armrests are ordered separately
· 5 years warranty

Art. Nr. Performance Colour
D100TOP-B Seat height 50-64 cm Blue
D100TOP-G Seat height 50-64 cm Grey



SEATING STOOLS

Footstool in chrome-layered tube construction with 
conductive footplate. The footplate consists of  a
conductive chipboard covered with a dissipative 
vinyl mat.

Specifications:
· Resistance to ground 106±107 W

Prod. No.                  Performance Colour
265 Angle adjustable Grey

FOOTSTOOL

Seating stool in conductive performance.

Specifications:
· Conductive 5-star wheel frame with conductive castors
· Gas lift height adjustment
· Covered in dissipative fabrics (blue or grey colour)
· Resistance to ground 106±108 W

Prod. No.                  Performance                   Colour
545 AG 45/B Seat height  45±54 cm Blue
545 AG 45/G Seat height  45±54 cm Grey

Assembly stool  specifically designed for tasks
involving squatting or bending over.

Specifications:
· Conductive 5-star wheel frame with conductive castors
· Gas lift height adjustment
· Covered in dissipative fabrics
· Resistance to ground 106±108 W

Prod. No.                  Performance                   Colour
1001 Seat height 36±47 cm Grey

Kick-step stool, very convenient in storage rooms.
Available both in one or two "storeys". One
storey height is 200 cm and two storeys height
is 410 cm.

Specifications:
· Resistance to ground 104±107 W

Prod. No.                  Performance                   Colour
KL SV-1A                 Height 200 mm             Black
KL SV                      Height 410 mm             Black

KICK-STEP STOOL
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WORKBENCHES
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Our workbenches IDC 2120T, 2020T and 2040H are easily adjustable in height with either a 
crank or motor. Ideal for standing or sitting tasks where the height alters continually. The
stand is constructed in extruded aluminium sections providing a stable and robust construction 
in elegant design. The tables are adjusted for additions and hold either 150 kg or 300 kg.
The height adjustment is stepless and done either with a crank or motor controlling buttress 
threaded screws in both legs. Our large range of additional modules provides great options for 
optimal workplace accommodation adjusted to individual and task.
Workbenches and additional equipment will prevent ESD damages through the safe and reliable
system dissipating static electricity.



Surface Material Colour Decor List 1200 x 800 1400 x 800 1600 x 800 1800 x 800 2000 x 800
ESD, table mat Grey Beech 510003 510004 510005 510006 510007
ESD, laminate Grey Beech 510023 510024 510025 510026 510027

WORKBENCH 2120T

Crank adjusted. Stand made from naturally anodised aluminium sections. Decor stripe in grey is standard. 
The workbench can be fitted with additions. Height adjustment with crank. Available with both T-stand and H-stand.
Height adjustment range: 660-1100 mm. Maximum load: 150 kg (T-stand)/300 kg (H-stand).

WORKBENCH 2020T/2040H

D:5

TABLE TOPS
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Motor adjusted. Stand made from naturally anodised aluminium sections. Decor stripe in grey is 
standard. The workbench can be fitted with additions. Height adjustment with motor, 8 mm/second.
Height adjustment range: 660-1100 mm. Maximum load: 150 kg.
Prod. No.                   Length of Stand
317101 1100 mm
317102 1500 mm
317103 1900 mm

Also available with faster height adjustment and with higher load capacity.

T-stand

Prod. No.                  Length of Stand
313021 1100 mm
313022 1500 mm
313023 1900 mm

H-stand

Prod. No.                  Length of Stand
317021 1100 mm
317022 1500 mm
317023 1900 mm



ADDITIONS

Combination of additions . With the additions in our separate brochure of additions you can construct
your own combination.

Our large range of additions provides almost unlimited possibilities for optimal adjustment to 
individual and task.

D:6
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Conductive turntable to avoid heavy lifts or
moving things on the workbench. Consists of a 
frame of PVC with a hub in metal and a slide 
bearing in between. Both sides have a coating 
of conductive rubber for safe conduction to 
earth.

Prod. No.                 Dimensions
GVP 1 ù 300 x 12 mm
GVP 2 ù 380 x 12 mm
GVP 3 ù 500 x 12 mm



LAMPS
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Table lamps optimally adjusted for use within an EPA (ESD protected area). Two of the lamps have
a magnifying glass which has been treated to obtain a dissipative surface. The magnifying glass and
the head armature can be adjusted individually. Delivered with a three meter cable and earthed plug.
Universal foot can be ordered separately. An additional lens can be connected if additional magnifi-
cation is required.

Art. Nr. Fluorescent lamp Magnifier Dim. Magnifier
62308 36 W --- ---
62303 18 W 3 dioptres 162 x 105 mm
62306 3 x 9 W 3 dioptres 162 x 105 mm

Art. Nr. Accessories
62307 Additional lens for 62303 & 62306, dimensions 50 x 100 mm, 4 dioptres
62304 Table fixture (screw clamp)
62305 Wall bracket

Art. Nr. 62308 Art. Nr. 62303

Art. Nr. 62306 Art. Nr. 62307



EPA

TROLLEYS

TRANSPORTÊTROLLEYS
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Art. Nr. ESD7100-PKD
The dimensions of the shelves are
950x550 mm. The upper shelf is 770
mm. The trolley is delivered with two
shelves. The trolley can be comple-
mented with one additional shelf,
which can be ordered separately.

Art. Nr. Trolley
ESD7100-PKD Transport trolley,

two shelves
ESD16-1 Additional shelf

Art. Nr. ESD172/B-PKD
The dimensions of the shelves are
760x430 mm. The upper shelf is 700
mm high. The trolley is delivered with
two shelves. The trolley can be com-
plemented with one additional shelf,
which can be ordered separately.

Art. Nr. Trolley
ESD172/B-PKD Transport trolley,

two shelves
EAD172H Additional shelf

Art. Nr. ESD7200-PKD
The dimensions of the shelves are
950x550 mm. The upper shelf is 1340
mm high. The trolley is delivered with
three shelves. The trolley can be comple-
mented with up to two additional
shelves, which can be ordered separately.

Art. Nr. Trolley
ESD7200-PKD Transport trolley,

three shelves
ESD16-1 Additional shelf

We have a wide selection of trolleys,
everything from small utility carts to
advanced specialised trolleys for compo-
nent reels and feeders. 

We can also produce custom-made trol-
leys to meet your specific requirements. 

All trolleys are zinc-plated and are com-
plete with shelving fitted with conduc-
tive mats and four conductive castors.
The trolleys are unassembled, ªflat
packº, on delivery.



TROLLEYS

TRAYÊTROLLEYS
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Art. Nr. KM FLEX3P
The dimensions of the shelves are 1126x690 mm,
which are designed to suit spool trays
5200.362.188.110 and 5200.560.365.178 (see
page H:11). The trolley holds eight large and nine
small spool trays. Height of upper shelf 1230 mm,
wheel diameter 125 mm.

The spool trays are ordered separately.

Tray trolleys equipped with side supports Tray troll ey equipped with shelves

Tray trolleys for convenient storage and transport of boxes with the dimensions 600x400 mm or
400x300 mm. The tray trolleys are equipped with slides and /or shelves, ordered separately, after
your individual reqiurements.
Dimensions 1840x655x410 mm. The maximum number of slides/shelves per trolley is 25 pcs.

Art. Nr. Description
ESD167-T Tray trolley without slides/shelves
ESD167-G Slides, pair
ESD167-H Shelf



TROLLEYS
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Art. Nr. 1401 ESD
An easily adjustable and useful assembly
table with height range 610-860 mm.
The table top is can be angled between
0-45!. The top is equipped with a sup-
porting ledge and fitted for trays up to
600x400 mm.

Art. Nr. ELW1207/10
Galvanized trolley with three angel
adjustable shelves. The trolley can be
complemented with one additional
shelf, dimensions 940x410x28 mm.

Art. Nr. Additional shelf
W12102 940x410x28mm

Art. Nr. ELW1210/10
Galvanized trolley with three angel
adjustable shelves. The trolley can be
complemented with one additional
shelf, dimensions 630x410x28 mm.

Art. Nr. Additional shelf
W12072 630x410x28mm

Art. Nr. ESD191-2PKD

Storage trolley with handle,
equipped with conductive mat.
Size 750x550 mm.

EPA

Art. Nr. EL 1198 Art. Nr. EL 1196

Trolleys for transport boxes, manufactured from galvanized sheet
metal and complete with conductive wheels.

Art. Nr. Dimensions LxWxH Handle
ESD191-2PKD 750x550 mm Yes
EL1196 610x410x170 mm No
EL1198 610x410x870 mm Yes



MOSSMANÊTEBBS
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Mossman Tebbs have a wide and flexible range of specialised trolleys for the transportation and
storage of components and feeders. The range also includes cupboards for the storage of screen-
plates, PC-boards and components.

Contact us for the relevant catalogue!



Prod. No. mm mm mm mm * kg

ESD100 100 32 36 8,1 6 80

ESD125 125 32 36 8,1 6 100

Upper Mounting Hole.
Fork in zinc-coated/chrome-layered steel plate with a centre hole for bolt
fastening, double revolving crane bearings and bolt and nuts in the hub.
Castors are available with a brake locking the wheel and rotation movements.

Conductive rubber wheelin pro!led sheet metal, used where static electricity
must be dissipated through the "oor. Shock-absorbent, silent.

Speci!cations :
Hub :                Sheet metal
Rim : Conductive rubber
Hardness : Shore A 80
Temperature range: ±20#C ± +85#C

Rectangular Mounting Plate.
Fork in zinc-coated/chrome-layered steel plate with a rectangular mounting 
plate, double revolving crane bearings and bolt and nut in the hub. Castors 
are available with a brake locking the wheel and rotation movements.

            .oN .dorP            .oN .dorP             .oN .dorP mm mm mm mm mm mm kg
ESDL100 ESDB100 ESDF100 100x32 134 85 119 57 10,3 80
ESDL125 ESDB125 ESDF125 125x32 159 98 122 57 10,3 100

CONDUCTIVE WHEELS

* Wheel bearing: 6 = cone ball bearing

             .oN .dorP          .oN .dorP              .oN .dorP mm mm mm mm mm mm mm kg
ESDPLL100 ESDPLB100 ESDPLF100 100x32 137 85 119 77 x 67 56 x 51 8,5 80
ESDPLL125 ESDPLB125 ESDPLF125 125x32 162 98 122 77 x 67 56 x 51 8,5 100

D:12
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Other dimensions on request.



Prod. No. Dimensions                               Volume                      For Bag
20010514109H 132/104 x 265/210 x 230 mm  , semicircular           7 litres          --
200105125110 375 x 375 x 710 mm, square                            100 litres        EH 0200 7

Prod. No. 200105125110
Wastepaper basket in conductive 
polystyrene, with a lid.

WASTEPAPER BASKETS
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Wastepaper baskets in conductive polypropylene with warning symbol.

                                  snoisnemiD             .oN .dorP Volume                     For Bag
20010514109 265/210 x 230 mm, round 14 litres EH 02002
20010520109 275/255 x 330 mm, square          20 litres EH 02003
20010540109 410/310 x 390 mm, round 36 litres EH 02006

Low-charging dissipative wastepaper basket bags in polyethylene, recyclable.

Prod. No. Dimensions                    For Basket Number/Roll

EH 02003 300/270 x 600 x 0,020 mm 20010520109 100
EH 02006 350/340 x 650 x 0,025 mm 20010540109 100
EH 02007 750 x 1100 x 0,06 mm 200105125110 10

Prod. No. 20010514109H
Wastepaper basket for wall-mounting, 
made from conductive polypropylene.
The basket has a !at back with two
centre-drilled holes.
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BIN BAG STANDS

Bin bag cartin chrome-layered tube and 
wire construction provided with 2 conductive
wheels, diameter 125 mm.

snoisnemiD               .oN .dorP
20010512510 380 x 480 x 950 mm

For Bag
Prod. No.         Volume        Number/Roll
EH02007 125 litres 10

PWS Dustbinholds a volume of 190 litres, has 
a lid and runs on wheels for manual transportation. 
The bin is injection-moulded in conductive poly-
propylene. The colour is black and the bin is marked 
with an ESD symbol.

emuloV                .oN .dorP
0190 190 litres



Waste stationfor sorting out and disposing of waste. The •oor stand is made of stainless steel and conductive plastics
and is equipped with conductive wheels. The bag magazine holder is •exible to facilitate throwing in and closing.

06

PSEPA

WASTE STATION

04

PE-LDEPA

E:3

 .oN .dorP                     Description Dimensions
3113 Longostand bin bag stand, Mini triple, incl. lid       Height  800 mm
1064 Longopac bag magazine, Maxi Thickness  20 !. Length 50 m
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BINDERS

Ring bindersin conductive plastics with a warning symbol printed on the back. Specific company prints on request.

Prod. No.                                     Size Width of Back
10410505008 A4, full back                  55 mm
10420505008 A4, half back 38 mm

EPA

05

PP

LETTER BASKETS

Conductive letter basket with a warning signal on the back of the
basket, stackable.

Prod. No. L x W x H                         Size
5150.840 370 x 270 x 57 mm A4

EPA

05

PP

Letter basketwith 2 compartments. 
For wall mounting.

Prod. No.     L x W x H               Size
5150.850 370 x 270 x 57 mm A4

EPA

06

PS



DOCUMENT HOLDERS

Prod. No. Description Size  Number/Pack.
3115.319 Low-charging dissipative A4 100

document pocket, open top, 

Prod. No. Description                           Size  Number/Pack.
3115.320 Low-charging dissipative A4 100

document pocket, open top, 
perforated side, transparent perforated side

Prod. No.     Description                          Size  Number/Pack.
3115.321 Low-charging dissipative A4 100

document folder,
2 sides open

Prod. No.     Description                          Size  Number/Pack.
3115.323 Low-charging dissipative     A5   100

document folder,
2 sides open

Prod. No.     Description                          Size  Number/Pack.
3115.322 Low-charging dissipative     A3 100

document pocket, open top, 
perforated side

E:5
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FOLDERS

Prod. No.     Description Size
3115.324      Low-charging dissipative A4+2xA5

document pocket, 2 sides
open, with flap

Prod. No.     Description                               Size
3115.325 Low-charging dissipative         A4+3 pockets

document pocket, 2 sides 
open, with flap

Prod. No.       Description                               Size
3115.315.26 Low-charging dissipative A4

"offer folder"
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PENS

EPA

DOCUMENT HOLDER

EPA

Document holder in permanent dissipative plastics
with a paper clip in metal.

Prod. No.                 Size Colour
0412.1402 A4 Light blue

Magazine file in conductive polystyrene.

Prod. No. Size Colour
5510.920 A4                       Black

MAGAZINE FILE

EPA

E:7
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PS

Pens - conductive.

Prod. No.                                                Colour
CTPP-17 Black



E:8

tarifold a flexible organizer system. A system made 
from transparent, electrostatic dissipative polyethylene
with frames of spring steel. The frames can be placed 
in wall stands or table stands.tarifold can be used 
for photographs, drawings, machine programmes, 
instructions, catalogue sheets, price lists, address lists, 
organisational plans etc. for document organisation.

Prod. No.               Description
5600.100 Document wall stand with 10 pockets
5600.101 Document table stand with 10 pockets

FLIP-OVER DOCUMENT STAND

A4 pockets in Permastat film f or tarifold flip-over
stand.

· Electrostatic dissipative polyethylene
· Transparent
· Black frame
· ESD-symbol
· Surface resistance1010 ± 1011 W

Prod. No.          Size                                         Number/Pack.
3115.334 A4 for wall/table stand 10
3115.335 A4 for hanging 10
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EPA EPA

Art. Nr. 2550.2001
· Sport sandal with many adjustment possibilities
· Replaceable insoles of cork and leathe
· Colour: Dark blue
· Size: 35 ± 48

Art. Nr. 1325-NS
· Sport sandal with unique qualities within

ergonomics and comfort
· Insole of microfiber material
· Colour: Black
· Size: 36 ± 46

Art. Nr. 2550.79453
· Sandal
· Colour: Dark blue
· Size: 35 ± 48

Art. Nr. 2550.2002
· Sandal with elevated heel
· Replaceable insoles of cork and leather
· Colour: Dark blue
· Size: 36 ± 47

Art. Nr. 2550.44923
· Sandal for women with elevated heel
· Colour: Dark blue
· Size: 35 ± 42

Art. Nr. 2590.36912
· Sandal for women with heel and 3 adjustable straps
· Two replaceable insoles
· Colour: Black
· Size: 36 ± 42

Art. Nr. 2590.31092
· Sandal for women with elevated heel
· Colour: Blackrt
· Size: 36 ± 42

Art. Nr. 2590.31072
· Sandal for women with heel and heel strap
· Colour: Black
· Size: 36 ± 42

SHOES

F:1
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Art. Nr. 2590.35880 Art. Nr. 2590.5003
· Slipper with adjustable heel strap
· Replaceable insole
· Colour: Black
· Size: 36 ± 46

Art. Nr. 2590.36110
· Shoe with laces
· Colour: Black
· Size: 36 ± 42

Art. Nr. 2590.32922
· Shoe with laces
· Calf skin
· Colour: Black
· Size: 39 ± 47

Art. Nr. 2590.32921
· Loafer
· Calf skin
· Colour: Black
· Size: 39 ± 47

Art. Nr. 2590.1275(yellow) Art.Nr. 2590.31376(blue)
· Safety shoe with non ferrous toe-cap
· Two different types of replaceable insoles
· Colour: Black/Yellow/Grey or Black/Blue/Grey
· Size: 36 ± 47

Art. Nr. 2590.1272(yellow) Art.Nr: 2590.31364(blue)
· Safety shoe with non ferrous toe-cap
· Two different types of replaceable insoles
· Colour: Black/Yellow/Grey or Black/Blue/Grey
· Size: 36 ± 47

Art. Nr. 2590.31036
· Safety shoe with steel toe-cap
· Replaceable insole with gel padding, which 

improves shock absorption
· Colour: Black
· Size: 35 ± 46

Art. Nr. 2590.31010
· Safety shoe with steel toe-cap
· Two different types of replaceable insoles
· Colour: Black
· Size: 36 ± 46

SHOES

F:2



Shoe strapswomen/men. Wear-
resistant shoe straps, for the
toe/heel, providing a continuous
conductive path from mobile
staff to the conductive floor.
Including 1 M safety resistor.

Art. Nr. Size Colour
2560.890 Men's Black
2560.891 Women's Black

Disposable shoe strapsmade
from polyester with black con-
ductive insertions. Ideal for visi-
tors; easy to apply to the shoes.
Supplied in bags of 100 pcs.

Art. Nr. Colour
2560.892 Black/Yellow

Shoe coverin blue non-woven
with dissipative nylon strap
sewn on to the back. Convenient
for visitors and avoiding soiling
conductive floors. Supplied in
bags of 50 pcs.

Art. Nr. Size Colour
2560.894 35 ± 47 Light blue

SHOESÊSTRAPSÊANDÊSHOEÊCOVERS

F:3

EPA EPAEPA

SMOCKS

Statistic dissipative smocks made from 65% polyester, 32% cotton and 3% conductive fibres. The
conductive fibres are sown in a square pattern, 4 mm apart, to ensure electrical continuity from on
panel to another. They are light, comfortable and allow skin to ªbreathº, which renders them com-
fortable to wear. The ESD-logo is printed on the breast pocket and the smocks can be washed in a
washing machine up to 60!C. Suitable for both women and men. Material weight 156 m2.

Art. Nr. Description Size Colour
2610.AM160 Smock with one breast pocket and two side pockets S-XXXL White
2630.AM160 Smock with one breast pocket and two side pockets S-XXXL Blue

Our smocks can be manufactured to your specific requirements.
Please contact us for additional information.



POLOÊSHIRTSÊANDÊT-SHIRT

F:4

CARDÊHOLDERS

Conductive card holder designed for cards stan-
dard size CR80 (85,5 x 54 mm). The holder can
be ordered with or without metal clips. Made of
conductive polypropylene, which is both durable
and environment friendly.

Art. Nr. Description Size
CKE2AS Card holder 88 x 57 mm
CKE2ASMV Card holder with metal clips 88 x 57 mm

Art. Nr. 5221
Card holder. Holder in credit card size.
Made from permanent dissipative plastics
with metal clip.

Polo shirts with excellent ESD qualities. One of the advantages with using the polo shirts is that they
are worn directly against the body, which ensures a good contact and continuous dissipation. The
polo shirts have a unisex fit and are available in two different colours with different material com-
position, but with the same material weight of 210g/m2.
The conductive fibres are placed in a square pattern, 5 mm apart. Machine wash 40!C.

Art. Nr. Description Size Colour Collar Material
2625.P Polo shirt, short sleeve S-XXXL Grey Dark blue 89% cotton, 8% polyester, 3% conductive fibres (carbon fibre)
2645.P Polo shirt, long sleeve S-XXXL Grey Dark blue 89% cotton, 8% polyester, 3% conductive fibres (carbon fibre)
2657.T T-shirt, short sleeve S-XXXL Grey Dark blue 89% cotton, 8% polyester, 3% conductive fibres (carbon fibre)
2627.P Polo shirt, short sleeve S-XXXL Blue Black 50% polyester, 47% cotton, 3% conductive fibres (carbon fibre)
2647.P Polo shirt, long sleeve S-XXXL Blue Black 50% polyester, 47% cotton, 3% conductive fibres (carbon fibre)
2655.T T-shirt, short sleeve S-XXXL Blue Black 50% polyester, 47% cotton, 3% conductive fibres (carbon fibre)
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GLOVES,ÊFINGERÊCOTS

Thin and soft cotton glove in 100% cotton.
Length 22 cm.

Art. Nr. Size Number/Pack
911-H Men 12 pairs
911-D Women 12 pairs

EPA EPA

EPA

EPA

EPA

Conductive finger cots.

Art. Nr. Size Colour Number/Pack
G5410-M Medium Black 1440 pcs
G5410-L Large Black 1440 pcs
G5410-XL X-Large Black 1440 pcs

Gloves knitted with conductive fibres. The
gloves are manufactured with 80% nylon and
20% carbon fibre threads and they are wash-
able. Machine wash 40!C.

Notice! Do not contain any copper or other
metals.

There are three different models:

DEL-300: Without Polyurethane coating

DEL-310: With polyurethane coated fingertips
for better grip.

DEL-320: With polyurethane coating in the
whole of the palm for better grip and protection.

Art. Nr. Size Design
DEL-300-S Small Without polyurethane coating
DEL-300-M Medium W ithout polyurethane coating
DEL-300-L Large Without polyurethane coating
DEL-300-XL X-Large W ithout polyurethane coating
DEL-310-S Small Polyurethane coated fingertips
DEL-310-M Medium Polyurethane coated fingertips
DEL-310-L Large Polyurethane coated fingertips
DEL-310-XL X-Large Polyurethane coated fingertips
DEL-320-S Small Polyurethane coated palm
DEL-320-M Medium Polyurethane coated palm
DEL-320-L Large Polyurethane coated palm
DEL-320-XL X-Large Polyurethane coated palm

Others models available on request.

DEL-300

DEL-310

DEL-320





Prod. No.    Width x Height  Thickness     Number/Pack.
3120.330 80 x 120 mm 0,10 mm 1.000
3120.331 100 x 150 mm 0,10 mm 1.000
3120.332 150 x 225 mm 0,10 mm 1.000
3120.333 200 x 250 mm 0,10 mm 1.000
3120.334 250 x 300 mm 0,10 mm 1.000
3120.335 300 x 400 mm 0,10 mm 1.000

LOW-CHARGING DISSIPATIVE BAGS

LOW-CHARGING DISSIPATIVE RECLOSABLE BAGS
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Made from low-charging polyethylene. If the bags are to be used for ESD sensitive products, 
they must only be used within EPAs.

· Weldable
· With printed warning symbol, batch no., recycling symbol and month - year of manufacture

Prod. No.        Width x Height Thickness Number/Pack.
3110.359 80 x 120 mm 0,08 mm 1.000
3110.360 100 x 150 mm 0,08 mm 1.000
3110.361 130 x 200 mm 0,08 mm 1.000
3110.362 150 x 225 mm 0,08 mm 1.000
3110.363 200 x 300 mm 0,08 mm 1.000
3110.364 250 x 300 mm 0,08 mm 500
3110.365 300 x 450 mm 0,08 mm 500
3110.366 400 x 500 mm 0,08 mm 500
3110.367 500 x 600 mm 0,08 mm 250

Prod. No.    Width x Height   Thickness    Number/Pack.
3120.3301 80 x 120 mm 0,06 mm 1.000
3120.3311 100 x 150 mm 0,06 mm 1.000
3120.3321 150 x 225 mm 0,06 mm 1.000
3120.3331 200 x 250 mm 0,06 mm 1.000
3120.3341 250 x 300 mm 0,06 mm 1.000
3120.3351 300 x 400 mm 0,06 mm 1.000

Bags with other dimensions, speci•c company prints etc. on request.



EPA

Made from low-charging Rapidostrong LLDPE (linear low-density polyethylene). Used as 
transportation cover of cabinets etc.

Dimensions and specific prints on requests.

LOW-CHARGING DISSIPATIVE COVERS

LOW-CHARGING DISSIPATIVE TUBING

Made from low-charging polyethylene. If the bags
are to be used for ESD sensitive products, they
must only be used within EPAs.

· Weldable
· With printed warning symbol, batch no., 

recycling symbol and month - year of manufacture

Prod. No.      Roll Width       Roll Length    Thic kness
3130.340 100 mm 250 m 0,10 mm
3130.341 130 mm 250 m 0,10 mm
3130.342 150 mm 250 m 0,10 mm
3130.343 200 mm 250 m 0,10 mm
3130.344 250 mm 250 m 0,10 mm
3130.345 300 mm 250 m 0,10 mm
3130.346 400 mm 250 m 0,10 mm
3130.347 500 mm 250 m 0,10 mm

Tubing with other dimensions, specific company
prints etc. on request.

LOW-CHARGING DISSIPATIVE FILM

Low-charging dissipative polyethylene.Available
in rolls as film or as semi-tubing (folded).

Dimensions on request.
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Shrink film made from polyethylene, combining high shrinkage capacity and transparency with
permanent low-chargingproperties.

Specifications:
· Pink
· Non-corrosive, smooth surface
· Recyclable
· Thickness: 0,06 mm

Prod. No.                                     Roll Width                    Roll Length
3800.400 400 mm 500 m
3800.500 500 mm 500 m
3800.600 600 mm 500 m

Other dimensions on request.

LOW-CHARGING DISSIPATIVE SHRINK FILM

Made from low-charging dissipative recyclable polyolefin.

Prod. No. Roll Width        Roll Length Thickness Pack.
3170.0300 500 mm 300 m 0.025 mm 6
3170.1560 500 mm 1560 m 0,025 mm 1

LOW-CHARGING DISSIPATIVE STRETCH FILM

Fields of application:
· Printed circuit boards
· IC-tubes
· Cables and contacts
· Data sheets and manuals

G:3

EPA
07

O

D
04

PE-LD



Bubble Bags

Prod. No.                    Width x HeightNumber/Pack.
3165.125.185 125 x 185  mm 500
3165.175.235 175 x 235 mm 500
3165.225.285 225 x 285 mm 300
3165.280.360 280 x 360 mm 200

LOW-CHARGING DISSIPATIVE BUBBLE BAGS & FILM

G:4
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Dissipative 2-layered bubble !lmmade from permanent low-charging polyethylene.
If the bags are to be used for ESD sensitive products, they must only be used within EPAs.

· Weldable
· Recyclable
· Bubble height 4 mm

Bubble Film

Prod. No. Width               Length Number/Pack.
3165.0400 400 mm 100 m 3 rolls
3165.0500 500 mm 100 m 2 rolls
3165.0600 600 mm 100 m 2 rolls
3165.1200 1200 mm 100 m 1 roll



CONDUCTIVE BUBBLE FILM

CONDUCTIVE BAGS CONDUCTIVE TUBING

G:5

C
07

EVA C
07

EVA

C
07

EVA

Conductive tubing, made from conductive poly-
ethylene.

· Weldable
· With printed warning symbol, batch no. and

recycling symbol

Prod. No.        Roll Width           Roll Length     Thickness 
3230.250 100 mm 500 m 0,08 mm
3230.251 130 mm 500 m 0,08 mm
3230.252 150 mm 500 m 0,08 mm
3230.253 200 mm 500 m 0,08 mm
3230.254 250 mm 500 m 0,08 mm
3230.255 300 mm 500 m 0,08 mm
3230.256 400 mm 250 m 0,08 mm
3230.257 500 mm 250 m 0,08 mm
3230.258 600 mm 250 m 0,08 mm

Tubing with other dimensions, specific company
prints etc. on request.

Conductive bags, made from conductive poly-
ethylene.

· Weldable
· With printed warning symbol, batch no. and

recycling symbol

Prod. No. W x H Thickness    Number/Pack.
3210.150 100 x 150 mm 0,08 mm 1.000
3210.151 130 x 200 mm 0,08 mm 1.000
3210.152 150 x 225 mm 0,08 mm 1.000
3210.153 200 x 250 mm 0,08 mm 1.000
3210.154 250 x 300 mm 0,08 mm 1.000
3210.155 300 x 400 mm 0,08 mm 1.000
3210.156 400 x 500 mm 0,08 mm 500
3210.157 500 x 600 mm 0,08 mm 500
3210.158 130 x 650 mm 0,08 mm 1.000
3210.159 150 x 650 mm 0,08 mm 1.000
3210.160 200 x 650 mm 0,08 mm 1.000
3210.161 300 x 650 mm 0,08 mm 500
3210.162 350 x 450 mm 0,08 mm 1.000

Bags with other dimensions, specific company
prints etc. on request.

Conductive 3-layered bubble film, made from
polyethylene. Also available in a 2-layered variant.

· Weldable
· Recyclable
· Flat both on the inside and outside

Prod. No.       Width Length          M 2/Roll
3250.370 300 mm 100 m 30 m2

3250.371 400 mm 100 m 40 m2

3250.372 600 mm 100 m 60 m2

3250.373 1200 mm 100 m 120 m2

Cut film and other dimensions on request.



SHIELDING BAGS
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Metallised transparent bags shielding PCBs and components from electrostatic discharges and 
•elds. Should always be used in transportation and storage of electronics outside EPAs (see
section K:12 for bulk transport of electronics in specially •tted containers).

· Inside and outside in permanent low-charging polyethylene
· Inner layer of aluminium
· Amine-free
· Weldable
· With printed warning symbol, batch no., recycling symbol and month - year of manufacture

Prod. No.                     Width x Height             Number/Pack.
3310.HS.0228 50 x 710 mm 100
3310.HS.02508 63 x 203 mm 100
3310.HS.0305 76 x 127 mm 100
3310.HS.0404 102 x 102 mm 100
3310.HS.0406 102 x 152 mm 100
3310.HS.0428 102 x 710 mm 100
3310.HS.0508 127 x 203 mm 100
3310.HS.0610 152 x 254 mm 100
3310.HS.0628 152 x 710 mm 100
3310.HS.0810 203 x 254 mm 100
3310.HS.0812 203 x 305 mm 100
3310.HS.0816 203 x 406 mm 100
3310.HS.1012 254 x 305 mm 100
3310.HS.1014 254 x 356 mm 100
3310.HS.1028 254 x 710 mm 100
3310.HS.1115 279 x 381 mm 100
3310.HS.1212 305 x 305 mm 100
3310.HS.1216 305 x 406 mm 100
3310.HS.1218 305 x 457 mm 100
3310.HS.1418 356 x 457 mm 100
3310.HS.1518 381 x 457 mm 100
3310.HS.1618 406 x 457 mm 100
3310.HS.1818 457 x 457 mm 100
3310.HS.1820 457 x 508 mm 100
3310.HS.1824 457 x 609 mm 100
3310.HS.2024 508 x 609 mm 100

Bags with other dimensions, speci•c company prints etc. on request.
Also available in economy size packages.
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Art. Nr. Dimensions Number/Pack
3710.DR.0305 76x127 mm 100 pcs
3710.DR.0406 102x152 mm 100 pcs
3710.DR.0424 102x609 mm 100 pcs
3710.DR.0530 127x762 mm 100 pcs
3710.DR.0610 152x254 mm 100 pcs
3710.DR.0630 152x762 mm 100 pcs
3710.DR.0810 203x254 mm 100 pcs
3710.DR.1012 254x305 mm 100 pcs
3710.DR.1016 254x406 mm 100 pcs
3710.DR.1020 254x525 mm 100 pcs
3710.DR.1026 254x660 mm 100 pcs
3710.DR.1218 305x457 mm 100 pcs
3710.DR.1430 356x762 mm 100 pcs
3710.DR.1518 356x457 mm 100 pcs
3710.DR.1618 406x457 mm 100 pcs
3710.DR.1719 432x483 mm 100 pcs

Other dimensions on request.

SHIELDING RECLOSABLE BAGS

S
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Art. Nr. Width x Height Number/pack
3320.WV.0305 76x127 mm 100 pcs
3320.WV.0406 102x152 mm 100 pcs
3320.WV.0508 127x203 mm 100 pcs
3320.WV.0610 152x254 mm 100 pcs
3320.WV.0810 203x254 mm 100 pcs
3320.WV.0812 203x305 mm 100 pcs
3320.WV.1012 254x305 mm 100 pcs
3320.WV.1014 254x356 mm 100 pcs
3320.WV.1212 305x305 mm 100 pcs
3320.WV.1216 305x406 mm 100 pcs
3320.WV.1218 305x457 mm 100 pcs
3320.WV.1418 356x457 mm 100 pcs
3320.WV.1818 457x457 mm 100 pcs

DRY SHIELD

S
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Shielding, metalised and reclosable bags, so called ªminigripº
or ªzipperº, shielding PCB boards and components from
electrostatic discharges and fields. Should always be used for
the transportation and storage of electronics outside the EPA.

· Inside and outside in permanent dissipative polyethylene,
ªmetal-inº construction

· Aluminium metalised
· Amine-free
· Heat sealable
· With printed warning symbol, batch no., recycling  symbol

and month/year of manufacture

ªDry shieldº are shielding bags with a humidity
barrier for vacuum-packaging of humidity-sensitive
components and PCBÂs. Should be used in conjunc-
tion with a given amount of desiccant.

Fields of application:
· Long-term storage, often in combination 

with desiccant bags
· Storage of vacuum-packed products
· Storage of  special sensitive SMD-components

Specifications:
MIL-B81705 REV-C type 1, Class 1 approved.
Printed with a warning symbol, batch no., 
recycling symbol and month ± year of manufac-
ture. EMI shielding 40 db between 1-10 GHz 
(MIL-B81705 REV-C).
Contains no amines or N-octane acids.

S
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G:7We have a complete program of vacuum packaging machines.
Please contact us for additional information or to receive a separate catalogue.



DESICCANT BAGS
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Humidity indicators that show the humidity level within a bag. Check the
circular indicators immediately upon opening the package, making sure all
circles are still blue. The indicators have a reversible paint that ªwill go
backº at a relatively low humidity. If any of the c ircles are pink, take the
recommended measures.

Art. Nr. Description Dimensions Number/Pack

3950.51015 Humidity indicator 5/10/15%RH 50x75mm 200 p cs
3950.1040 Humidity indicator 10/20/30/40%RH 50x75 mm 10 0 pcs
3950.1060 Humidity indicator 10±60% RH 35x105 mm 200 pc s
3950.304050 Humidity indicator 30/40/50% RH 50x70 mm 12 5 pcs

EPA

EPA

Desiccant bags prevent damage due to humidity, for example corrosion, during transport and stor-
age of industrial products such as electronic and optical equipment. A specific number of desiccant
units per m2 PE / aluminium packing (dry shield bag) within Europe according to DIN standards
55473/B.
For storage during a 1¤2 year period in a bag with light vacuum, 4 units per m2.
For storage during a 1 year period in a bag with light vacuum 8 units per m2.

Art. Nr. Description Material W eight per bag Number/Pack
3900.1/3 Desiccant 1/3 unit Silk paper 14 g 1040 pcs
3900.1/2 Desiccant 1/2 unit Silk paper 20 g 800 pcs
3900.1 Desiccant 1 unit Non-wowen 35 g 400 pcs
3900.2 Desiccant 2 unit Non-wowen 70 g 250 pcs
3900.4 Desiccant 4 unit Non-wowen 138 g 4000 pcs/pallet
3900.16 Desiccant 16 unit Non-wowen 500 g 1000 pcs/pallet

Other dimensions on request.



Transparent, aluminium-metallised, shielding, 3-layered bubble bags, weldable, inside in
ºPermastatº, amine-free permanent low-charging dissipative polyethylene.

Prod. No.                             Dimensions                                Flap
3351.LPT1008 254 x 203 mm 30 mm
3351.LPT1210 305 x 254 mm 30 mm
3351.LPT1410 365 x 254 mm 30 mm
3351.LPT1612 406 x 305 mm 30 mm
3351.LPT1818 457 x 457 mm 30 mm
3351.LPT010 240 x 210 mm 30 mm
3351.LPT020 345 x 300 mm 30 mm
3351.LPT040 525 x 475 mm 30 mm

Other dimensions on request.

Metallised 3-layered bubble foil.

· Weldable
· Bubble height 4 mm
· Recyclable

Prod. No.       Width            Length          M 2/Roll
3350.392 300 mm 100 m 30
3350.393 400 mm 100 m 40
3350.394 600 mm 100 m 60
3350.395 1200 mm 100 m 120

METALLISED BUBBLE BAGS & FOIL

G:9
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LABELS

Prod. No.: 2850.6                                         Prod. No.: 2850.3636        Prod. No.: 2850.3675            Prod. No.: 2850.4565

Prod. No.: 2850.1870 Prod. No.: 2850.200300GUL

Prod. No.: 2850.200300R!D Prod. No.: 2850.300400GUL

SIGNS

G:10

Prod. No. Dimensions                              Material                          Number
2850.1870 18 x 70 mm PVC 10
2850.200300gul 200 x 300 mm PVC, self-adhesive 1
2850.200300r!d 200 x 300 mm PVC, self-adhesive 1
2850.300400gul 300 x 400 mm PVC, 2 mm thickness 1

Prod. No.: 2850.3025

Prod. No. : 2850.2550

Prod. No.                             Dimensions                              Material                      Number
2850.6 ù 6 mm Paper 4000/roll
2850.3025 30 x 25 mm PVC 50/sheet
2850.3636 ù 36 mm PVC 10
2850.2550 25 x 50 mm Paper 1000/roll
2850.3675 36 x 75 mm Paper 1000/roll
2850.4565 45 x 65 mm Paper 500/roll



LOW-CHARGING DISSIPATIVE TAPE

Low-charging dissipative transparent tape.

Prod. No.     Width     Length      Core Diameter N umber/Pack.
901.1533 15 mm 33 m 25 mm 10
901.1933 19 mm 33 m 25 mm 8
901.1966 19 mm 66 m 75 mm 8
901.2566 25 mm 66 m 75 mm 6
901.3866 38 mm 66 m 75 mm 4
901.5066 50 mm 66 m 75 mm 1

Low-charging paper tape. With printed ESD
symbol and warning text.

Prod. No.     Width    Length   Core Diameter Number/Pack.
2800.2212 38 mm 66 m 75 mm 48
2800.7212 50 mm 66 m 75 mm 36

The tape rolls are also available by the piece.

SHIELDING TAPE

Shielding grid tape. With printed ESD symbol.

Prod. No. Width Length   Core Diameter 
2820.3462.12 12 mm 36 m 75 mm
2820.3462.18 18 mm 36 m 75 mm
2820.3462.24 24 mm 36 m 75 mm
2820.3462.36 36 mm 36 m 75 mm
2820.3462.48 48 mm 36 m 75 mm

FLOOR MARKING TAPE

Floor marking tape - Warning tape.

Prod. No.                  Width             Length
MPP 12606/2 50 mm 33 m

G:11
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TAPE HOLDER

Metal tape holder with black dissipative lacquer.

Prod. No.         Width     Model                    Core Diameter
C-194 12404 50 mm    Hand tape holder 75 mm
C-194 12407 50 mm Table tape holder 75 mm

PACKING TAPE

Low-charging packing tape. With printed grid pattern and ESD symbol in gold.

Prod. No.    Width    Length   Core Diameter Number/Pack.
RM.3866 38 mm 66 m 75 mm 48
RM.5066 50 mm 66 m 75 mm 36

The tape rolls are also available by the piece.

EPA

EPA



COMPONENT BOXES
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Component boxes of black conductive polypropylene with hinges, printed ESD symbol and 
conductive foam insert.
Prod. No.         Interior Dimensions
5100.860 55 x 38 x 14 mm
5100.861 70 x 45 x 14 mm
5100.862 130 x 32 x 14 mm
5100.863 141 x 44 x 14 mm
5100.864 77 x 55 x 12 mm
5100.865 117 x 90 x 21 mm

Other boxes and inserts on request.

Safeshieldcorrugated cardboard component boxes of shielding material. The blue coating is in
permanent dissipative material, dissipating charges even at very low air humidity. With printed
ESD symbol and RESY label. Constructed with conductive foam insert.

Prod. No. Interior Dimensions
5510.908.10. 100 x   60 x 10 mm
5510.90  100 x   60 x 15 mm
5510.90  120 x 100 x 15 mm

Other boxes and inserts on request.



Unit assembly boxes for SMD components made
from black conductive polypropylene with a 
transparent, metallised, shielding or black conductive
sprung lid.

COMPONENT CABINETS

Prod. No.  5150.830
Volume conductive component cabinet with 6 
drawers, exterior dimensions 275 x 250 x 185 mm. 

The cabinet drawers can be equipped with the 
following vacuum-formed compartment trays:

Prod. No.  5150.832/A 5150.832/B 5150.832/C

Prod. No.  5150.820
Volume conductive component cabinetwith 6 
drawers, exterior dimensions 275 x 250 x 185 mm.
Every drawer houses 42 conductive boxes with 
lids. The box size isù 25 mm.

H:2
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Prod. No.  5100.930
Volume conductive component cabinet with 3 
drawers, exterior dimensions 335 x 265 x 110 mm.

The cabinet can optimally be !lled with SMD 
boxes as in the picture.Prod. No. Interior Dimensions (L x W x H)

5100.910 SMD box , black lid, 16 x 12 x 15 mm
5100.911 SMD  box, black lid, 37 x 12 x 15 mm
5100.912 SMD  box, black lid, 41 x 37 x 15 mm
5100.913 SMD  box, black lid, 68 x 57 x 15 mm
5100.920 SMD  box, transparent lid, 16 x 12 x 15 mm
5100.921 SMD  box, transparent lid, 37 x 12 x 15 mm
5100.922 SMD  box, transparent lid, 41 x 37 x 15 mm
5100.923 SMD  box, transparent lid, 68 x 57 x 15 mm



ASSEMBLY BINS, STACKABLE

COMPONENT CAROUSEL
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Bins in conductive polypropylene.

Prod. No. Interior Dimensions Number/Pack.
31603536 104 x 104 x 35 mm 36
31603544 52 x 52 x 35 mm 144
31603548 52 x 156 x 35 mm 48
31603564 78 x 78 x 35 mm 64
31603572 52 x 104 x 35 mm 72
31603596 52 x 78 x 35 mm 96
31605564 78 x 78 x 55 mm 64
31605536 104 x 104 x 55 mm 36
31605524 104 x 156 x 55 mm 24
31607524 104 x 156 x 75 mm 24

MOBILE CABINETS

EPA EPA EPA

Component carousel made from conductive polypropylene. 
The stand is in four shelves, housing 10 compartments each.

Prod. No. Number of Boxes Height           Diameter
31503003 40 320 mm 500 mm
31503010 Boxes

Component cabinets on wheels with dividable drawers. Available in three drawer heights, single or double.
Made from aluminium and volume conductive plastics with a dissipative table mat on top.

srewarD fo rebmuN                  noitpircseD          .oN .dorP
5180.808 Mobile cabinet, single                8
5180.812 Mobile cabinet, single               12
5180.818 Mobile cabinet, single               18

Boxes and drawer compartment inserts on request.

 .oN .dorP          Description                   Number of Drawers
5280.816 Mobile cabinet, double               16
5280.824 Mobile cabinet, double               24
5280.836 Mobile cabinet, double               36



Briefcases in conductive polypropylene for storage and transportation of PCBs (e.g. in •eld
service), components, instruments etc.

Insert tray for transportation containers 400 x 300 mm,
made from vacuum-formed conductive polystyrene.
The trays are stackable both in and on each other.

Prod. No.                    Interior Dimensions             Depth
ET-1-6-10 310 x 250 20 mm

Prod. No.     Name           Interior Dimensions   Number/Pack.
10961 Swing 164 x 130 x 30 mm 90
10962 Drive 192 x 140 x 40 mm 56
10963 Dart 226 x 178 x 50 mm 40
10964 Jump 267 x 193 x 60 mm 32
10965 Pace 322 x 253 x 70 mm 12
10966 Sprint 385 x 302 x 45 mm 10
10967 Pounce 452 x 327 x 100 mm 10
10968 Glide 530 x 385 x 120 mm 4

BRIEFCASES

TRAYS

Trays in conductive polypropylene, used for in-house
transportation of electronics etc.

Prod. No.        Dimensions (bottom)Dimensions (upper)   Depth
A4-1-6-10 175 x 100 x 34 mm 205 x 125 mm 34 mm
A4-3-6-10 210 x 150 x 40 mm 260 x 200 mm 40 mm

H:4
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Compartment tray in conductive polypropylene, used for
in-house transportation of electronics etc.

Prod. No. N.o. Comp. Dim. (comp.) Dim. (upper)         Depth
7805 .566         16           60 x 100 mm     459 x 286  mm     53 mm

EPA

EPA

EPA

Trays can also be vacuum-formed or hot-bended according
to customer requirements.

Contact us!

The briefcases can also be equipped with
various  inserts on request. Contact us!



RAACO STORAGE SYSTEM

250 SERIES
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Raaco storage system is very renowned and is widely used within the electronic- and engineering
industry. Within the Raaco ESD-range, you will •nd everything from simple shelves in galvanized
sheet metal, practical storage cupboards to €exible service cases and transport solutions.

The range is mainly made of galvanized sheet metal (stands, carousels/turntables, shelves etc.) and
conductive plastics. All the products have excellent ESD properties that provides your components
and products with excellent protection.

We have selected only some products from their complete range. In case you do not •nd anything
that •ts your requirements, please contact us and we will send you a separate catalogue.

The boxes are equipped with handles, label holders, ledges and are easily adjusted to your needs
with the aid of a separator.

Carousel 250:
Floor carousels/ turntables are delivered with-
out drawers, 1600 x ù 680 mm. The carousel
can be equipped with up to 12 drawers in the
250 series.

Storage cupboard 250:
Storage cabinets ª6-3º with six drawers that
can be equipped with insets according to indi-
vidual requirements.
Dimensions 435x357x255 mm.

Art. Nr. H501250 Art. Nr. H502250
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900 SERIES

Art. Nr. H601DC900
Carousel delivered without drawers, 1600 x ù 680 mm. 
The carousel can be equipped with 12 drawers from the 900
series.

Art. Nr. H601DRD900
Double stand delivered without cabinets, 1600 x 622 x 570
mm. The stand can be equipped with up to 12 cabinets
from the 900 series.

Art. Nr. H601900-1
Storage cabinet ª906-03º
419x306x150mm
Delivered with 6 drawers 
a' 64x279x155 mm

Art. Nr. H601900-2
Storage cabinet ª918-02º
417x306x150mm.
Delivered with 18 drawers 
a' 60x91x154 mm

Art. Nr. H601900-3
Storage cabinet ª936-01º
417x306x150mm.
Delivered with 36 drawers
a' 41x67x153 mm

Art. Nr. H601900-4
Storage cabinet ª945-00º
417x306x150mm.
Delivered with 45 drawers
a' 41x55x153 mm

snoisnemiDnoitpircseD.rN .trA
Drawer 900-1 Additional drawer to the 900 series 41x55x153 mm

Accompanying dividers 32x52x1,6 mm
Drawer 900-2 Additional drawer to the 900 series 41x67x153 mm

Accompanying dividers 31x64x1,4 mm
Drawer 900-3 Additional drawer to the 900 series 60x91x154 mm

Accompanying dividers 49x87x1,8 mm
Drawer 900-4 Additional drawer to the 900 series 64x279x155 mm

Accompanying dividers 50x134x1,8 mm
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RAACO STORAGE SYSTEM

Shelving
A •exible shelving system made of galvanized sheet metal. The
shelving system is available with two di€erent depths of shelv-
ing, as well as two di€erent heights, all to make the system as
•exible as possible. The shelves are attached with screws and
nuts, the posts are equipped with 79 screw holes (ª2000º) and
33 screw holes (ª850º). Maximum weight per shelf is 120 kg.
The shelves should be covered with conductive mats if they are
to be used for storage of ªclean or nakedº ESDs.

Art. Nr. H701BC
Practical •oor carousel, 1600 x ù 655 mm, for storage
bins. The carousel is equipped with a total of 288 spaces.

Art. Nr. H701TR20-2
Table stand with 20 storage bins a'
50x125x133mm ± ideal for the work
bench! The dimensions of the stand is
388x500x305mm.

Art. Nr. H701TR16-23
Table stand with a total of 16 storage bins,
8no. with the dimensions 50x125x133mm
and 8no. with the dimensions
75x125x173mm. The dimensions of the
stand is 388x500x305mm.

Art. Nr. H701TR16-234
Table stand with a total of 16 storage bins, 8no.
with the dimensions 50x125x133mm, 4no. with
the dimension 75x125x173mm and 4.no with
the dimensions 101x125x228mm. The dimen-
sion of the stand is 388x500x360mm.

Art. Nr. Description Dimensions Number
H7019031-3 Shelf 36x885x310mm 3pcs/pack
H7019031-4 Shelf 36x885x310mm 4pcs/pack
H7019031-5 Shelf 36x885x310mm 5pcs/pack
H7019031-6 Shelf 36x885x310mm 6pcs/pack
H7019040-3 Shelf 36x885x400mm 3pcs/pack
H7019040-4 Shelf 36x885x400mm 4pcs/pack
H7019040-5 Shelf 36x885x400mm 5pcs/pack
H7019040-6 Shelf 36x885x400mm 6pcs/pack
H7012000-2 Posts 2000x31x31mm 2pcs/pack
H7012000-4 Posts 2000x31x31mm 4pcs/pack
H7012000-6 Posts 2000x31x31mm 6pcs/pack
H701850-2 Posts 850x31x31mm 2pcs/pack
H701850-4 Posts 850x31x31mm 4pcs/pack
H701850-6 Posts 850x31x31mm 6pcs/pack



RAACO STORAGE AND TRANSPORT 
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Art. Nr. H80100
ªHandyboxº. Transport and storage box for
the service compartment boxes below.
ªHandyboxº is delivered complete with 4 
service boxes, 2no. ª4-15º and 2no. ª4-32º.

Art. Nr. H8PSC-401
Empty compartment box that is
equipped with the same draw-
ers as the cabinets in the 250
series.

Art. Nr. H8PSB-4-15
ª4-15º Service box with 15no.
attached compartments. The
dimensions of the box are
57x338x260mm and it is
equipped with two locks.

Art. Nr. H8PSB-4-32
ª4-32º Service box with 32no.
attached compartments. The
dimensions of the box are
57x338x260 and it is equipped
with two locks.

Art. Nr. H8104432
Practical and wear resistant tool box with ESD
qualities and a detachable tool shelf. Ideal for
service work within a EPA or for !eld service.
Dimensions 170x426x215mm.

Art. Nr. H8104241
Practical and wear resistant tool box with ESD
qualities and a detachable tool shelf. Ideal for
service work within a EPA or for !eld service. 
Dimensions 190x474x239mm.



Art. Nr. 1052-800
Spool rack in 3 mm conductive polystyrene. Angled
to •t both 180 mm and 330 mm spools. The spool
rack has got 14no. compartments that are 25 mm
wide and 22no. compartments that are 15 mm wide.
Adjustable due to tracks that are 10 mm apart.

Dividers in 3 mm polystyrene adjustable for both
large and small spools. Select the required amount.

Accessory: Label holder in LL-plastics.

Spool rack in conductive polypropylene.Spool rack in vacuum-formed conductive
polypropylene. The rack is delivered with detach-
able dividers to optimize your requirements.

SPOOL RACKS

H:9
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Detachable dividers for spool racks.

Conductive polypropylene
5200.180.180 180x180x2 mm for é 180 mm
5200.330.165 330x165x2 mm for é 330 mm
5200.330.330 330x330x2 mm for é 330 mm
Dissipative polystyrene
5200.180.180D 180x180x2 mm for é 180 mm
5200.330.165D 330x165x2 mm for é 330 mm
5200.330.330D 330x330x2 mm for é 330 mm

Spool rack in vacuum-formed conductive polypropylene with
detachable dividers.

Spool rack in vacuum-formed perma-
nent dissipative polystyrene with
detachable dividers.

Art. Nr. Dimensions (WxHxD) Spool diameter
7805.700 345x230 mm é 180±220 mm

Art. Nr. Dimensions Spool capacity
5200.362.188.110D 362x188x110 mm 23 (é 180 mm)
5200.560.365.178D 560x365x178 mm 38 (é 330 mm)

Art. Nr. Dimensions Spool capacity
5200.362.188.110 362x188x110 mm 23 (é 180 mm)
5200.560.365.178 560x365x178 mm 38 (é 330 mm)

Art. Nr. Dimensions (WxHxD) Spool diameter
V11-4-6-10 186x173x210 mm é 180 mm
V11-7-6-10 339x319x210 mm é 330 mm
V11-14-6-10 380x370x250 mm é 380 mm



Storage cabinet 250, type 6-3 BL.Made from galvanized sheet with drawers 
in conductive plastics. Comes with cable for earth connection.
Drawer compartment inserts and labels are ordered separately.

Number of drawers: 6
Dimensions : 360 x 440 x 250 mm.

Prod. No.:  6-3 BL

Spare drawers and compartment inserts in conductive plastics and labels
for storage cabinet 250.

Prod. No. Dimensions
250-3 BL a 320 x 50 x 240 mm

Compartment inserts
Prod. No. For Drawer Number/Pack. Dimensions
32xA9BL b 250-03 BL 32 40 x 55 x 45 mm
16xA8BL c 250-03 BL 16 80 x 55 x 45 mm
A71 BL d 250-03 BL 8 80 x 110 x 123 mm
A73 BL e 250-03 BL 8 80 x 110 x 123 mm
A75 BL f 250-03 BL 8 80 x 110 x 123 mm
A78 BL g 250-03 BL 8 80 x 110 x 123 mm

Labels
Prod. No. For Drawer Number/Pack.
6x10320 250-03 BL 6

a

c

e

g

STORAGE CABINETS

b

d

f

STANDS, CAROUSEL

Stand 250, double.Double stand in galvanized construction. Comes with
cable for earth connection. Holds a maximum of 12 cabinets, model 250,
type 3-6 BL, all ordered separately (see above).

Total dimensions: 1600 x 715 x 570 mm.

Prod. No. : DRD 250 BL

Wheels and handles
4 conductive rubber wheels (with brake) and 2 conductive handles for
the stand.

Prod. No. : 100625

Carousel  250. Carousel in galvanized construction. Comes with cable for
earth connection. Holds a maximum of 12 cabinets, model 250, type 6-3 BL,
all ordered separately (see above).
Total dimensions: 1600 x 880 mm.

Prod. No. : DC 250 BL

H:10

Prod. No.  6-3 BL

Prod. No.  DC 250 BL 

Prod. No.  DRD 250 BL
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Safeshield is a corrugated cardboard with excellent shielding properties due to a special shielding
layer. The blue inner- and outer layers are made of permanent static dissipative material which dissi-
pates charges even at a very low relative humidity level. Inner- and outer layers made of pergamin,
which minimizes particle release and dust etc.

Speci•cations:
· High shielding performance
· Inner- and outer permanent static dissipative layers
· Good mechanical properties
· Non-corrosive
· Reusable
· Recyclable
· Colour: Blue

I:1

SAFESHIELDS
TRANSPORT & PC BOARDS

Surface resistance inner- and outer layer: 109 ± 1011•
Surface resistance shielding layer: 104•
Shielding capacity: < 10 nJ (energy test)

S

Art. Nr. Box Interior dimensions Art. Nr. Fitted foam Dimension foam
5510.5003 150 x 125 x 50 mm 4900.5003 150 x 125 x 15/8 mm
5510.903 178 x 127 x 38 mm 4900.903 178 x 127 x 10 mm
5510.5008 205 x 130 x 65 mm 4900.5008 205 x 130 x 20/10 mm
5510.5011 250 x 150 x 50 mm 4900.5011 250 x 150 x 15/8 mm
5510.904 250 x 191 x 38 mm 4900.904 250 x 191 x 10 mm
5510.905 250 x 191 x 64 mm 4900.905 250 x 191 x 20/10 mm
5510.5012 250 x 200 x 50 mm 4900.5012 250 x 200 x 15/8 mm
5510.5014 260 x 250 x 30 mm 4900.5014 260 x 250 x 10 mm
5510.906 267 x 216 x 64 mm 4900.906 267 x 216 x 20/10 mm
5510.5017 275 x 260 x 65 mm 4900.5017 275 x 260 x 20/10 mm
5510.1131-3 335 x 147 x 36 mm 4900.1131-3 335 x 147 x 10 mm
5510.910 420 x 220 x 40 mm 4900.910 420 x 220 x 15/8 mm

Other sizes on request.



SAFESHIELD
TRANSPORT & PC BOARDS

The picture shows a selection of di•erent storage solutions in safeshield.
Contact us for your custom made packaging!

I:2



STATIC DISSIPATIVE POLYCARBONATE SHEETS

DISSIPATIVE POLYESTER FILM

Transparent, dissipative polyester film.

· Thickness 0,1 mm
· Cleanroom applications

Art. Nr. Dimensions
5235.DPF.100 1,22 m wide, roll
5235.DPF.100.A4 210x297mm (A4)
5235.DPF.100.A3 420x297mm (A3)
Other dimensions on request.

Self-adhesive transparent, 
dissipative polyester film.

· Thickness 0,1 mm

Art. Nr. Dimensions
5235.DPF.100.A3 1,22 m wide roll
5235.DPF.SK100 1220mm x 100m

J:1

Low-charging, transparent sheets in polycarbonate
which are scratch- pressure- and impact resistant.
The sheets have two coated sides with permanent
dissipative qualities. The sheets can be formed.

Common fields of application:
· Machine covers
· Machine protection
· Transport lines
· Cleanroom applications

Art. Nr. Dimensions Number/pack
5230.PC350.3 1000x2000x3 mm 6 pcs
5230.PC350.4 1000x2000x4 mm 5 pcs
5230.PC350.5 1000x2000x5 mm 4 pcs
5230.PC350.6 1000x2000x6 mm 3 pcs
5230.PC350.8 1000x2000x8 mm 2 pcs

Other dimensions, colours, thicknesses and
shapes on request.

Please contact us, we are happy to help!



VACUUM FORMING MATERIAL

J:2

We have a very wide range of different material for forming vacuum. The range includes both con-
ductive and dissipative materials in different colours, as well as transparent material. The pictures
show a selection of products where we have participated in the design and production. We have
everything from trays, boxes, spool trays, clam trays etc.

Please contact us for more information!

D



CONDUCTIVE TRANSPORTATION CONTAINERS

provides a complete range of transportation and storage containers and picking bins in conductive plastics.

Speci•cations :
Base material:                             Carbon-mixed co-polymer polypropylene (PPC)
Colour :                                          Black
Density :                                    1,04 g/cm3

Sagging point:                           154!C (ISO-306)
Working temperature:                80 ± 100!C ( continually )

100 ± 120!C ( short-term )

K:1
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Conductive transportation container600 x 400 x 220 mm.

Exterior dimensions :                          600x400x220mm

Interior dimensions incl. lid:        555x355x220mm

Stacked interior dimensions excl. lid:555x355x200mm

Volume :                                           40 lit res

Conductive transportation container600 x 400 x 170 mm.

Exterior dimensions :                       600x400x170mm

Interior dimensions incl. lid:           555x355x170mm

Stacked interior dimensions excl. lid:555x355x150mm

Volume :                                             30 lit res

CONDUCTIVE TRANSPORTATION CONTAINERS (600 X 400 MM)

Conductive transportation container600 x 400 x 78 mm.

Exterior dimensions :                      600x400x78mm

Interior dimensions incl. lid:           555x355x78mm

Stacked interior dimensions excl. lid:555x355x58mm

Volume :                                             10 lit res

Conductive transportation container600 x 400 x 120 mm.

Exterior dimensions :                      600x400x120mm

Interior dimensions incl. lid:        555x355x120mm

Stacked interior dimensions excl. lid:555x355x100mm

Volume :                                             20 lit res

Athena conductive transportation containers.
FAMI Athena conductive containers are made from conductive plastics in standard sizes 600 x 400 mm
and 400 x 300 mm, with varying depths. These dimensions are !tted for the Europallet. The special
external ribbing makes the FAMI container particularly robust when stacked. The side handles make
handling of the containers safe and easy, while the lid protects from dirt and dust without preventing
stacking. The smooth interior design facilitates cleaning, and the special base makes the containers
suited for all conveyor belts. The FAMI system is designed to !t the Mega-Print and Mini-Print models
and protects all electronic components from static electricity.

K:2

Prod. No. : EL 6408A                                          Prod. No. : EL 6412A

Prod. No. : EL 6417A                                          Prod. No. : EL 6422 T A
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CONDUCTIVE TRANSPORTATION CONTAINERS (600 X 400 MM)

Conductive transportation container600 x 400 x 280 mm.

Exterior dimensions :                         600x400x280mm

Interior dimensions incl. lid:        555x355x280mm

Stacked interior dimensions excl. lid:555x355x260mm

Volume :                                            50 litres

Conductive transportation container600 x 400 x 430 mm.

Exterior dimensions :                          600x400x430mm

Interior dimensions incl. lid:        555x355x430mm

Stacked interior dimensions excl. lid:555x355x410mm

Volume :                                             90 litres

Conductive transportation container600 x 400 x 325 mm.

Exterior dimensions :                      600x400x325mm

Interior dimensions incl. lid:         555x355x325mm

Stacked interior dimensions excl. lid:555x355x305mm

Volume :                                             60 litres

K:3

Prod. No. : EL 6428A                                          Prod. No. : EL 6432A

Prod. No. : EL 6443B

C C
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Conductive transportation container800 x 600 x 415 mm.

Exterior dimensions :                          800x600x415mm

Interior dimensions incl. lid:        750x550x415mm

Stacked interior dimensions excl. lid:750x550x400mm

Volume :                                            160 litres

Prod. No. : 6440.900.920

C

Prod. No.      Exterior Dimensions   Interior Dimensions
EL 6408A 600 x 400 x  78 mm 555 x 355 x  78 mm
EL 6412A 600 x 400 x 120 mm 555 x 355 x 120 mm
EL 6417A 600 x 400 x 170 mm 555 x 355 x 170 mm
EL 6422TA   600 x 400 x 220 mm 555 x 355 x 220 mm
EL 6428       600 x 400 x 280 mm 555 x 355 x 280 mm
EL 6432       600 x 400 x 325 mm 555 x 355 x 325 mm
EL 6443       600 x 400 x 430 mm 555 x 355 x 430 mm
6440.900.920   800 x 600 x 415 mm 750 x 550 x 415 mm



CONDUCTIVE TRANSPORTATION CONTAINERS (400 X 300 MM )

Conductive transportation container400 x 300 x 78 mm.

Exterior dimensions :                      400x300x78mm

Interior dimensions incl. lid:        355x255x78mm

Stacked interior dimensions excl. lid:355x255x58mm

Volume :                                             6 lit res

Conductive transportation container400 x 300 x 55 mm.

Exterior dimensions :                          400x300x55mm

Interior dimensions incl. lid:           355x255x55mm

Stacked interior dimensions excl. lid:355x255x35mm

Volume :                                             3,8 lit res

Conductive transportation container400 x 300 x 120 mm.

Exterior dimensions :                          400x300x120mm

Interior dimensions incl. lid:        355x255x120mm

Stacked interior dimensions excl. lid:355x255x100mm

Volume :                                             10 lit res

Conductive transportation container400 x 300 x 170 mm.

Exterior dimensions :                         400x300x170mm

Interior dimensions incl. lid:        355x255x170mm

Stacked interior dimensions excl. lid:355x255x150mm

Volume :                                            15 lit res

K:4

Prod. No. :  EL 4305A                                           Prod. No.: EL 4308A

Prod. No. :  EL 4312A                                           Prod. No.: EL 4317A
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CONDUCTIVE TRANSPORTATION CONTAINERS  (400 X 300, 300 X 200 MM)

Conductive transportation container400 x 300 x 270 mm.

Exterior dimensions :                         400x300x270mm

Interior dimensions incl. lid:          355x255x250mm

Stacked interior dimensions excl. lid:355x255x235mm

Volume:                                           23 lit res

Conductive transportation container400 x 300 x 220 mm.

Exterior dimensions :                      400x300x220mm

Interior dimensions incl. lid:        355x255x220mm

Stacked interior dimensions excl. lid:355x255x200mm

Volume :                                          20 lit res

Conductive transportation container400 x 300 x 325 mm.

Exterior dimensions :                         400x300x325mm

Interior dimensions incl. lid:        355x255x325mm

Stacked interior dimensions excl. lid:355x255x305mm

Volume:                                            30 lit res

Conductive transportation container300 x 200 x 120 mm.

Exterior dimensions :                      300x200x120mm

Interior dimensions incl. lid:        260x160x120mm

Stacked interior dimensions excl. lid:260x160x100mm

Volume:                                           5 lit res

K:5

Prod. No. :  EL 4322A                                           Prod. No.: LWB 2427 LF

Prod. No. :  EL 4332A                                         Container Prod. No. : EL 3212A    L id Prod. No. : EL 3200
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Prod. No.           Exterior Dimensions         Interior Dimensions                   Lid
EL 4305A 400 x 300 x 55 mm 355 x 255 x 55 mm EL 4300
EL 4308A 400 x 300 x 78 mm 355 x 255 x 78 mm EL 4300
EL 4312A 400 x 300 x 120 mm 355 x 255 x 120 mm EL 4300
EL 4317A 400 x 300 x 170 mm 355 x 255 x 170 mm EL 4300
EL 4322A 400 x 300 x 220 mm 355 x 255 x 220 mm EL 4300
LWB 2427 LF 400 x 300 x 270 mm 355 x 255 x 250 mm D1112-1LF
EL 4332A 400 x 300 x 325 mm 355 x 255 x 325 mm EL 4300
EL 3212A 300 x 200 x 120 mm 260 x 160 x 120 mm EL 3200



CONDUCTIVE LIDS

K:6
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Prod. No.   Dimensions For Containers
EL 4300       400 x 300 mm        EL 4305A ± EL 4332/A

Prod. No.   Dimensions For Containers
EL 6400   600 x 400 mm         EL 6408A ± EL 6443/B

This lid model is not hinged. Therefore, a minimum 
of 1 •ap lock, Prod. No. 5350.9980.003, should
be mounted to each short side, or 2 to each 
long side.

Prod. No.        Dimensions For Container
D 1112-1 LF    400 x 300 mm            LWB 2427 LF/2

Prod. No.           Dimensions For Container
6440.920.920   800 x 600 mm        6440.900.920



LID LOCK SYSTEMS

CONTAINER HANDLES

With a handle the container can be used as a
service briefcase. See section K:12 for container
inserts.

Prod. No. : 21.2039

K:7

C C

C

C

Flap lock mounted in pairs to the long sides.

Prod. No.           For Lids
5350.9980.003S EL 3200, EL 4300, EL 6400, D1112-1LF

Sprung lock.

Prod. No.           For Lids
6403 EL 3200, EL 4300, EL 6400

Sliding lock, especially !tted for container lids
EL 4305A, EL 4308A and EL 6408A.

Prod. No.           For Lids
6402 EL 3200, EL 4300, EL 6400



LABEL HOLDERS

CONDUCTIVE CONTAINERS WITH PRINTING

Conductive containers with specific company prints.
We hot-hob as well as screen-print your company name, logo etc.

More information on request.K:8

D

C

C

Low-charging dissipative self-adhesive document holder
for delivery notes, production documents etc.

Prod. No.                Size      Number/Pack.
6410 A5 100

Label holder in metal for conductive transportation
containers. It is clipped to the container ribbing.

Prod. No.For Container
6404 600 x 400 mm, 400 x 300 mm and 300 x 200 mm



Prod. No.  EL 4A5PL-C

CONDUCTIVE PICKING BINS

FAMI picking binsin conductive plastics are available in all standard sizes used within the electronics
industry. This means that they are •tted to hang on wall panel and table stands, but they are also
stackable. The semi-open, inclined front facilitates picking.

Prod. No.  EL 0PL-Z, EL 1PL-C Prod. No.  EL 2PL-C

Prod. No.  EL 3A2PL-C Prod. No.  EL 3PL-C

Prod. No.  EL 4PL-CProd. No.  EL 4A2PL-C

K:9

EPA EPA

EPA EPA

EPA EPA

EPA

                      .oN .dorP Dimensions
EL 0PL-Z 85/65 x 95 x 45 mm
EL 1PL-C 160/140 x 95 x 75 mm
EL 2PL-C 230/200 x 140 x 130 mm
EL 3A2PL-C 350/300 x 200 x 145 mm
EL 3PL-C 350/300 x 200 x 200 mm
EL 4A2PL-C 500/450 x 300 x 145 mm
EL 4PL-C 500/450 x 300 x 200 mm
EL 4A5PL-C 500/450 x 300 x 300 mm



CONDUCTIVE STORAGE CONTAINERS

Prod. No.  EL 272-2PL-Z Prod. No.  EL 272-3A2PL-Z

Prod. No.  EL 272-4A2PL-Z Prod. No.  EL 272-4PL-Z

FAMI also offers a selection of storage containers for in-house transportation and storage of sensitive electronics.

K:10

EPA EPA

EPA EPA

EPA

                      .oN .dorP Dimensions
EL 272-2PL-Z 200 x 140 x 130 mm
EL 272-3A2PL-Z 300 x 200 x 145 mm
EL 272-4A2PL-Z 450 x 300 x 120 mm
EL 272-4PL-Z 450 x 300 x 200 mm

.pmoC .xaM      .oN .dorP .miD roiretnI          .miD roiretxE
ELRK 3016 5 300x 160x 100 mm 260 x 135x 89 mm
ELRK 4016 7 400x 160x 100 mm 360 x 135x 89 mm
ELRK 5016 9 500x 160x 100 mm 460 x 135x 89 mm
ELRK 6016 12 650 x 160x 100 mm 610 x 135x 89 mm

Divider for storage containers.

Prod. No. : ELRK 160

Labels for all models.

Prod. No. : ET 42



Variant of compartment dividers in corrugated

INTERIOR CONTAINER DETAILS

Variant of compartment dividers in low-charging
Ethafoam, stamped and water jet-cut respectively.

Variant of compartment dividers in conductive
polyethylene, stamped and water jet-cut respectively.

K:13

The picture shows a number of variations of
vacuum-formed products.

EPA EPA

Variant of compartment dividers in polystyrene.
Available in 2 or 3 mm thickness.

EPA EPA

Corrugated conductive polypropylene. This ma-
terial is light, scratch-resistant and optimal as com-       polypropylene.
partment divider in transportation containers etc.

Prod. No. Dimensions
5400.8205 1150 x 1000 x 3 mm (500 g/m2)
5400.8207 1150 x 1000 x 3 mm (700 g/m2)
5400.8215 2000 x 400 x 3 mm (500 g/m2)
5400.8217 2000 x 400 x 3 mm (700 g/m2)
5400.8225 2000 x 600 x 3 mm (500 g/m2)
5400.8227 2000 x 600 x 3 mm (700 g/m2)

EPA EPA



The Mega-Print and Mini-Print system can be divided logically and precise by using special dividers.
This means that PCBs smaller than the container itself will also •t the system. The dividers are
available in nine di€erent constructions, allowing a minimum pitch of 1,7 mm between dividers.

The divider construction is robust and reinforced with alu-
minium pro•les.

Prod. No. Description Distance Version Exterior Dimensions
M PA60/1 Divider for 600 mm minus distance 535 x 335 x 98 mm
M PA60/2 Divider for  600 mm normal distance 535 x 335 x 98 mm
M PA60/3 Divider for  600 mm plus distance 535 x 335 x 98 mm
M PA40/1 Divider for  400 mm minus distance 335 x 335 x 98 mm
M PA40/2 Divider for  400 mm normal distance 335 x 335 x 98 mm
M PA40/3 Divider for  400 mm plus distance 335 x 335 x 98 mm
M PA30/1 Divider for  300 mm minus distance 235 x 335 x 98 mm
M PA30/2 Divider for  300 mm normal distance 235 x 335 x 98 mm
M PA30/3 Divider for  300 mm plus distance 235 x 335 x 98 mm

MEGA-PRINT SYSTEM

MINI-PRINT SYSTEM

DIVIDERS FOR  MEGA-PRINT AND  MINI-PRINT

K:14

EPA

EPA

EPA EPA

EPA

The Mini-Print system consists of a frame, like the Mega-Print, but it is attached to the bottom of the
base container. For long PCBs, Mini-Print and Mega-Print are used in combination.

Prod. No.   For Containers External Dimensions   Internal Dimensions
MMP 43   400 x 300 mm 360 x 260 x 98 mm   335 x 235 x 98 mm
MMP 64  600 x 400 mm 560 x 360 x 98 mm  535 x 335 x 98 mm

FAMIÂs Mega-Print system is designed for transportation and storage
of PCBs, in-house in EPAs as well as externally. Megaprint
consists of a frame with channels on the inside for localisation of
PCBs. It is attached to the top of the base container by metal clips,
increasing the total height of the container by 44 mm. Each channel
is marked with numbers. The total amount of channels is 61 on the long
sides and 41 on the short sides. For •tted lid and lock, see sections K:6-7.

Width of channels: 2,5 mm
                :slennahc fo htpeD 3,0 mm

   :slennahc fo hctiP 5,08 mm
              :noisivid muminiM 1,7 mm

Prod. No. For Containers     External Dimensions     Internal Dimensions
MP 43 400 x 300 mm 400 x 300 x 140 mm 335 x 235 x 140 mm
MP 64 600 x 400 mm 600 x 400 x 140 mm 535 x 335 x 140 mm

Metal clips for fastening of Megaprint to base container,
•t both MP 43 and MP 64. Prod. No. 807
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LOADING PALLETS

EPA

EPA

EPA

EPA

Loading pallets in conductive polypropylene. The pallets are •tted for all lifting systems and tested
according to international standards. They are UV-resistant and water-repellent, and as such easy to
clean. Side rails keep the goods in place, and the pallet has a constantly low tare.

Prod. No. 2714.518 Prod. No. 6100.951

                             snoisnemiD             .oN .dorP Weight                                   Max. Load (static)
2714.518 1200 x 800 x 165 mm 13,9 kg 4000 kg

Prod. No.             Dimensions Weight                                  Max. Load (static)
6100.951 800 x 600 x 147 mm 5,0 kg                                 2000 kg
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FAMI CONTAINER SHELVING SYSTEM

Shelving system "TR" for storage containers. Height 1010/2010 mm. This shelving system is especially
developed to hold storage containers. The sturdy guide rails can be pitched at a distance of 25 mm. The
advantage of this system is that containers of di•erent dimensions can be placed on the same shelf. The
shelving system is equipped with rear stop rails, keeping the containers from being pushed through in the back.

Shelving system "TR" for storage containers and stacking containers. Height 1010/2010 mm. This
shelving system is especially developed to hold storage containers and stacking containers. The sturdy
guide rails can be pitched at a distance of 25 mm. The advantage of this system is that containers of
di•erent dimensions can be placed on the same shelf. The shelving system is equipped with rear stop
rails, keeping the containers from being pushed through in the back.

EPA

EPA
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FAMI CONTAINER SHELVING SYSTEM  (400 X 300 MM)

Load capacity
Guide rails : 50 kg
Container : 250 kg

Cross Bracing
To stabilize the shelving system in longitudi-
nal direction, a minimum of 1 cross bracing
must be !tted to each third double bay.

The cross bracing is made from galva-
nized sheet steel.

EPA

Shelving

   .oN .dorP Type                             Dimensions
SL21310 Upright frame             40 x 400 x 1010 mm (900 mm usable height)
SL21320 Upright frame          40 x 400 x 2010 mm (1900 mm usable height)
TR27011 Top shelf                 310 x 400 x 35 mm
TR27012 Base plinth               385 x 75 mm
TR27022 Guide rails
TR27016 Cross bracing (for shelving of 2010 mm height)

Storage Containers

sliaR ediuG fo ecnatsiD .niM                        snoisnemiD   .oN .dorP
EL4305 400 x 300 x 55 mm 75 mm
EL4308 400 x 300 x 78 mm 100 mm
EL4312 400 x 300 x 120 mm 150 mm
EL4317 400 x 300 x 170 mm 200 mm
EL4322 400 x 300 x 220 mm 250 mm
EL4332 400 x 300 x 325 mm 350 mm
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FAMI CONTAINER SHELVING SYSTEM   (600 X 400 MM)

Load capacity
Guide rails:  50 kg
Container:  250 kg

Cross Bracing
To stabilize the shelving system in longitudi-
nal direction, a minimum of 1 cross bracing
must be !tted to each third double bay.

The cross bracing is made from galva-
nized sheet steel.

EPA

Shelving

Prod. No. Type                                       Dimensions
SL21510 Upright frame               40 x 600 x 1010 mm (900 mm usable height)
SL21520 Upright frame            40 x 600 x 2010 mm (1900 mm usable height )
TR28011 Top shelf                    410 x 600 x 35 mm
TR28012 Base plinth                 485 x 75 mm
TR28022 Guide rails
TR28016 Cross bracing (for shelving of 2010 mm height)

Storage Containers

Prod. No.  Dimensions Min. Distance of Guide Rails
EL6408 600 x 400 x 78 mm 100 mm
EL6412 600 x 400 x 120 mm 150 mm
EL6417 600 x 400 x 170 mm 200 mm
EL6422 600 x 400 x 220 mm 250 mm
EL6432 600 x 400 x 325 mm 350 mm
EL6443 600 x 400 x 430 mm 450 mm
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FAMI CONTAINER SHELVING SYSTEM  (350 X 200 MM)

Load capacity
Guide rails : 50 kg
Container : 250 kg

Cross Bracing
To stabilize the shelving system in longitudi-
nal direction, a minimum of 1 cross bracing
must be !tted to each third double bay.

The cross bracing is made from galva-
nized sheet steel.

EPA

Shelving

Prod. No. Type Dimensions
SL21210 Upright frame              40 x 350 x 1010 mm (900 mm usable height)
SL21220 Upright frame           40 x 350 x 2010 mm (1900 mm usable height)
TR20011 Top shelf                   223 x 350 x 35 mm
TR20012 Base plinth                298 x 75 mm
TR20022 Guide rails
TR20016 Cross bracing (for shelving of 2010 mm height)

Storage Containers

Prod. No. Dimensions                         Min. Distance of Guide Rails
EL3A2PL 350/300 x 200 x 145 mm 175 mm
EL3PL 350/300 x 200 x 200 mm 225 mm
EL272-3A2PL 300 x 200 x 145 mm 175 mm
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FAMI CONTAINER SHELVING SYSTEM  (500 X 300 MM)

Load capacity
Guide rails : 50 kg
Container : 250 kg

Cross Bracing
To stabilize the shelving system in longitudi-
nal direction, a minimum of 1 cross bracing
must be !tted to each third double bay.

The cross bracing is made from galva-
nized sheet steel.

EPA

Shelving

Prod. No. Type Dimensions
SL21410 Upright frame              40 x 500 x 1010 mm (900 mm usable height)
SL21420 Upright frame          40 x 500 x 2010 mm (1900 mm usable height)
TR22011 Top shelf                  323 x 500 x 35 mm
TR22012 Base plinth                398 x 75 mm
TR22022 Guide rails
TR22016 Cross bracing (for shelving of 2010 mm height)

Storage Containers

Prod. No. Dimensions Min. Distance of Guide Rails
EL4A2PL 500/450 x 300 x 145 mm 175 mm
EL4PL 500/450 x 300 x 200 mm 225 mm
EL4A5PL 520/450 x 300 x 300 mm 325 mm
EL272-4A2PL 450 x 300 x 120 mm 150 mm
EL272-4PL 450 x 300 x 200 mm 225 mm
EL272-4A5PL 450 x 300 x 300 mm 325 mm



PCB CARRYING FRAMES

Fami PCB frames consist of aluminium guide rails, side walls and a central •xed wall in conductive
propylene. Side walls and central walls are easily adjustable. Loosen the tightening screws and they
will slide on the aluminium guide rail. Fitted for all PCBs, small or large, and can be positioned in
any direction. Fitted for standard transportation containers, see section K.

L:1

5.

4.

3. 1.
2.

EPA EPA

EPA

EPA

snoisnemiD                         noitpircseD    .oN .dorP
1. ELF 4 2 aluminium guide rails 53 x 352 mm
2. ELF 6 2 aluminium guide rails 53 x 552 mm

ELF 20 2 aluminium guide rails      53 x 2000 mm
3. EL 3/1 Side wall 250 x 95 x 30 mm
4. EL 4/1                          llaw ediS        350 x 190 x 30 mm
5. EL 4/2                     llaw lartneC        350 x 190 x 35 mm

Cab PCB carrying frame.Works like the FAMI
PCB frame, but has larger (deeper) side walls and
as such requires two aluminium guide rails on each
side. Also, the side walls have no gable-ends; they
are •tted with channels on both sides.

Prod. No. Description Dimensions
8912000 Aluminium guide rail           48 x 2000 mm
8912049 Side wall 359 x 300 x 21 mm
8910097 Handle ±



CAB PCB CARRYING FRAME

L:2

Guide rails
for stacking

Cam strap for
width

adjustment

Lock screw
to •x

mobile walls

Fine adjustment
screw

Locking rail for trans-
portation protection Precision screw

Numbered channels
with colour-marking

PCB MAGAZINE 700 – THE IDEAL CONCEPT, ECONOMICAL AND SAFE

Automation requires precision
Low tolerance and precision are
some of the qualifications required
of a PCB carrying frame to be
used in automated production
lines.

PCB carrying frames in the 700
series reduce adjustment times and
increase the process security as a
result of the precisely parallel side
walls. This is obtained by use of the
precision screws eliminating deviations.

Significant advantages:
· Precise and fast adjustment to

PCB width

· Transportation protection keeping
the PCBs in place

· Numbered channels on side walls
to facilitate feeding

· Stackable

· Largest selection of different models

· Compatible to other systems

· Available in custom-made designs

Transportation protection
To prevent PCBs from falling
out of the storage frame, a
locking rail is mounted to both
the front and back of the side
walls. The inclined feeding chan-
nels make the locking rail auto-
matically slide into the right
position by its own weight.

Width adjustment
Insert the PCBs into the channels
of the side walls. Then adjust the
mobile walls by pulling the cam
strap. Fine adjustment is handled
with the adjustment screw. The
mobile walls can be fixed with
just one locking screw.

The frame in open position

To unlock the transportation
lock, move the rail outwards
until it falls into position. To
lock, do the opposite. The frame
can be unlocked automatically
at a charging station.

The frame in locked position

EPA

EPA EPA EPA



Description :
Locking rail 1
Locking rail 2 (reversible)

Description :
PCB storage frame 70x

Prod. No.
89130XX

Reversible
The frame can be turned upside
down for handling of double-
sided PCBs. This requires a
special locking rail for trans-
portation protection. Note that
the locking rail must be removed
if the frame is to be charged up-
side down. For more information,
please contact a sales represen-
tative.

CAB PCB CARRYING FRAME

L:3

Technical data:
      Material: Conductive polyetherol

106 - 109 W
PCB

                Temperature: max.  120!C
Channels:

: rebmuN 50
: htpeD 3 mm

Height: 5 mm
Pitch : 10 mm

Prod. No.
8913151
8913152

L
355
400
400
460
535
535
535

W
320
320
380
400
380
460
530

H
563
563
563
565
570
570
563

A
34
34
34
35
34
34
34

B
34
34
34
35
41
41
34

C
342
387
387
447
522
522
522

D
10 ± 250
10 ± 250
10 ± 310
10 ± 330
10 ± 310
10 ± 390
10 ± 460

Series
701
702
703
704
705
706
707

Weight
5,8 kg
6,3 kg
6,5 kg
7,8 kg
9,4 kg

10,2 kg
11,5 kg

Prod. No.
8913071
8913072
8913073
8913074
8913075
8913076
8913077

Delivery
The PCB storage frame is deli-
vered assembled, excluding locking
rail for transportation protection.

PCB Magazine

EPA

EPA

      Surface resistance:



PCB holder, angled, in conductive polypropylene. Light, stackable when not used. Holds 25 PCBs.
Dimensions : 208 x 272 x 93 mm

PCB holder, angled, in conductive polypropylene. Light, stackable when not used. Holds 25 PCBs.
Dimensions : 355 x 268 x 128 mm

PCB HOLDERS

L:4

Prod. No. : PCBH-2L-C

Prod. No. : PCBH-C

EPA

EPA



PCB holder board in conductive polypropylene. The grid pattern slots facilitate the positioning of
PCBs regardless of size. Fits standard dimension transportation containers, but can also be used
separately on the workbench. Stackable. Dimensions: 350 x 250 x 15 mm

PCB HOLDERS

PCB holder board in conductive polypropylene. The grid pattern slots facilitate the positioning of
PCBs regardless of size. Fits standard dimension transportation containers, but can also be used
separately on the workbench. Dimensions: 550 x 350 x 22 mm

L:5

Prod. No. : ELF 64

Prod. No. : ELF 43

EPA

EPA



L:6

PCB holder board in reinforced conductive polypropylene. Very stabile, equipped with handles,
stackable when not used. Holds 21 PCBs. Dimensions : 508 x 178 x 25 mm

Conductive turntable to avoid heavy lifts or moving things on the workbench. Consists of a frame
of PVC with a hub in metal and a slide-bearing in between. Both sides have a coating of conductive
rubber for safe dissipation to earth. Maximum load 150 kg.

  .oN .dorP Dimensions
GVP 1 ù 300 x 12 mm
GVP 2 ù 380 x 12 mm
GVP 3 ù 500 x 12 mm

PCB HOLDER

TURNTABLE

Prod. No. : RA-20CP

EPA

EPA



CONDUCTIVE BRUSHES

           htdiW        .oN .dorP Description
P 103 13 mm Flat hard brush
P 104 19 mm Flat hard brush
P 105 25 mm Flat hard brush
P 106 38 mm Flat hard brush
P 107 51 mm Flat hard brush

P 200 3 mm Round hard brush
P 201 6 mm Round hard brush

TEX-50 160 mm Bench brush

P 4000 80 mm Hard brush with handle

P 9001 30 mm Hard brush
P 9002 60 mm Hard brush

With our conductive brushes the most ESD sensitive components can be cleaned without generating
the high static charges that ordinary brushes do. The handles are made from conductive plastics and
the nails consist of conductive !bres. The conductive !bres are mixed with natural !bres to obtain
required rigidity.

Prod. No. : P 103, P 104, P 105, P 106, P107            Prod. No.: P 200, P 201

Prod. No. : P 4000                                                 Prod. No.: P 9001, P 9002

Prod. No. : TEX-50

M:1

Prod. No. : TEX 8, TEX 6, TEX 4

    htdiW   .oN .dorP Length Description
TEX 8 8 mm 120 mm     Conductive electronics brush,

30 % natural !bres,
70 % conductive !bres

TEX 6 6 mm 120 mm     Conductive electronics brush,
30 % natural !bres,
70 % conductive !bres

TEX 4 4 mm 75 mm       Conductive electronics brush,
30 % natural !bres,
70 % conductive !bres

EPA EPA

EPA EPA

EPA EPA



POINTED CUTTERS WITH OVAL HEAD

A

D
C

A

B

C

B

D
F

F

A

D
F

B

A

C

Very small head for enhanced accessibility

Prod. No. A (mm) B (mm) C (mm) D (mm) E (mm) F (mm) G (mm) H (mm) Edge Shape Cutting Capacity
Rx 8130 133.5 8.5 8.0 5.0 0.8 Micro-Bevel   0.2 -1.00 0,59 10

Small head for enhanced accessibility

Prod. No. A (mm) B (mm) C (mm) D (mm) E (mm) F (mm) G (mm) H (mm) Edge Shape     Cutting Capacity
Rx 8140 135.5 10.5 10.0 6.0 0.8 Micro-Bevel 0.2 - l.25  0,59 10

Middle-sized head with very good wear-resistance

Prod. No. A (mm) B (mm) C (mm) D (mm) E (mm) F (mm) G (mm) H (mm) Edge Shape     Cutting Capacity
Rx 8150 138.0 13.0 12.5 6.0 1.2 Micro-Bevel 0.3 - 1.60   0,66 10

g

Prod. No. A (mm) B (mm) C (mm) D (mm) E (mm) F (mm) G (mm) H (mm) Edge Shape     Cutting Capacity
Rx 8143 135.5 10.5 10.0 6.0 0.8 Micro-Bevel 0.2 -1.25   0,59 10

Prod. No. A (mm) B (mm) C (mm) D (mm) E (mm) F (mm) G (mm) H (mm) Edge Shape     Cutting Capacity
Rx 8146 135.5 10.5 10.0 6.0 0.8 Micro-Bevel 0.2 -1.00 0,59 10

g

g

g

g

SIDE CUTTERS WITH POINTED HEAD

SIDE CUTTERS WITH POINTED AND MILLED HEAD

M:2

EPA

EPA

EPA



    DIAGONAL CUTTERS 20, SHORT HEAD

G

DC

A

B
45 

C D

FE

A

B

C G

D

A

20 

B

Prod. No. A (mm) B (mm) C (mm) D (mm) E (mm) F (mm) G (mm) H (mm) Edge Shape     Cutting Capacity
0166,000.1-  1.0hsulF1.40.6 0.01 5.95.431 1128 xR

g

Prod. No. A (mm) B (mm) C (mm) D (mm) E (mm) F (mm) G (mm) H (mm) Edge Shape     Cutting Capacity
0176,008.0-  2.0hsulF7.60.6 0.01 0.810.341 8428 xR

g

Prod. No. A (mm) B (mm) C (mm) D (mm) E (mm) F (mm) Jaw Shape
Rx 7490 146.5 20.0 9.0 6.7 1.2 3.2 Flat 0.69 10

g

     DIAGONAL CUTTERS 45, LONG HEAD, MILLED

FLAT PLIERS

M:3

EPA

EPA

EPA



ROUND-END PLIERS

C

A

B

C

C

E

E

A

B

A

B

D
F

D
F

D

F

C

A

B

D

E F

60 

LONG POINTED PLIERS

LONG POINTED PLIERS WITH CURVED POINT

SHORT POINTED PLIERS

Prod. No. A (mm) B (mm) C (mm) D (mm) E (mm) F (mm) Jaw Shape
0196.05.0 ù7.6 0.9 0.025.641 0957 xR

g

Prod. No. A (mm) B (mm) C (mm) D (mm) E (mm) F (mm) Jaw Shape
Rx 7890 158.5 32.0 9.0 6.7 1.2 0.8 Flat 0.69 10
Rx 7891 158.5 32.0 9.0 6.7 1.2 0.8 Grooved                0.69 10

g

Prod. No. A (mm) B (mm) C (mm) D (mm) E (mm) F (mm) Jaw Shape
Rx 7892 155.5 29.0 9.0 6.7 1.2 0.8 Flat 0.69 10

g

Prod. No. A (mm) B (mm) C (mm) D (mm) E (mm) F (mm) Jaw Shape
Rx 7893 146.5 20.0 9.0 6.7 1.2 0.8 Flat 0.69 10

g

M:4

EPA

EPA

EPA

EPA



Slotted Head Screwdriver
Prod. No.          Driver Thickness x WidthBlade Length Handle Length
3231-0104 0,5 x 3,0 mm 80 mm 81 mm
3231-0203 0,6 x 3,5 mm 100 mm 81 mm
3231-0302 0,8 x 4,0 mm 100 mm 98 mm
3231-0401 1,0 x 5,5 mm 200 mm 98 mm
3231-0500 1,0 x 6,0 mm 125 mm 98 mm
3231-0609 1,2 x 6,5 mm 150 mm 98 mm
3231-0708 1,2 x 7,0 mm 150 mm 112 mm
3231-0807 1,2 x 8,0 mm 175 mm 112 mm

Crosshead Screwdriver PZ
Prod. No.   For Crosshead Blade Length       Handle Length
3264-0104 1 80 mm 98 mm
3264-0203 2 100 mm 98 mm

Torx Screwdrivers
Prod. No. For Torx Slots        Max. Slot Width For Screw Blade Length Handle Length
3300-0100 TX 6 1,67 mm M 2 60 mm 81 mm
3300-0209 TX 7 1,99 mm M 2,5 60 mm 81 mm
3300-0308 TX 8 2,31 mm M 2,5 60 mm 81 mm
3300-0407 TX 9 1,99 mm M 3 60 mm 81 mm
3300-0506 TX 10 2,74 mm M 3±3,5 80 mm 81 mm
3300-0605 TX 15 3,27 mm M 3,5±4 80 mm 98 mm
3300-0704 TX 20 3,86 mm M 4±5 100 mm 98 mm
3300-0803 TX 25 4,43 mm M 4,5±5 100 mm 98 mm
3300-0902 TX 30 5,52 mm M 6±7 115 mm 98 mm

Bits/Socket Screwdriver
noitpircseD         .oN .dorP

4988-1006 Screwdriver handle for combined blades. Equipped with 10 mm key handle
9434-4108 Extension with hexagonal blade and 6 mm hexagonal attachment for extension of combined blades
9434-4207 tengam gnorts dna gnilpuoc tsaf htiW .stib rof tnemhcatta lanogaxeh "!4/1 dna edalb lanogaxeh htiw retpada stiB
9434-4405 erauqs "!4/1 htiw stekcos ot tnemhcatta rof redloh loot retuo dna edalb lanogaxeh htiw retpada tekcoS

attachment

SCREWDRIVERS

Screwdrivers with slender ergonomic shapes, with handles in black conductive plastics.
Round nickel-plated blade with "Black-Point"-marked point, guaranteeing a high degree of toughness,
high torque moment and long endurance. Black plastic handle of Kraftform type, marked with ESD symbol.

Prod. No. : 3231-0104 ± 3231-0807 Prod. No. : 3253-0107 ± 3253-0602

Prod. No. : 4988-1006, 9434-4108 Prod. No. : 3300-0100 ± 0902

M:5

Crosshead Screwdriver PH
Prod. No.   For Crosshead Blade Length       Handle Length
3253-0107 0 60 mm 81 mm
3253-0206 1 80 mm 98 mm
3253-0305 1 200 mm 98 mm
3253-0404 2 100 mm 98 mm
3253-0503 2 200 mm 98 mm
3253-0602 3 150 mm 112 mm

EPA EPA

EPA EPA



Electric Screwdrivers

More information on request.

AUTOMATIC SCREWDRIVERS

M:6

EPA

ET-7000/8000

ET-7000 R/8000 R

ET-7000/8000
with pistol handle

ET-2000/4000/4500

Transformer

7 STH Air-hydraulic

In our new series of ESD automatic screwdrivers, we o!er a complete range of automatic screwdrivers,
both electric and air-hydraulic, especially designed for the electronics industry.

In order to prevent the driver casing, controls and cabling from being electrostatically charged, the
screwdriver is carbon-loaded. The screwdriver is earthed through the control unit.

The control unit is available in two variants. Both can control 4 screwdrivers (4 channels), working
independently of each other within all torque areas.
PS-90002M/ESD is equipped with soft boot with several setting possibilities.

Torque control unit and nose shell/torque catch are available as accessories.

Description Straight         Straight         Straight            Straight           Straight            Angular                  Angular
Prod. No. ET-2000 ESD ET-4000 ESD ET-4500 ESD ET-7000 ESD ET-8000 ESD ET-7000 R ESD ET-8000 R ESD
Torque /NM      0,04 ± 0,15 0,1 ± 0,6 0,15 ± 0.95 0,7 ± 2.0 1,2 ± 3,0 0,7 ± 2,0 1,2 ± 3.0
Idling speed 720 720 720 700 550 700 500
Weight/g          310 310 310 720 720 915 915
Length/mm 204 204 204 257 257 320 320

Transformer/Control Unit
             noitpircseD Trafo/Control Unit Trafo/Control Unit
                 .oN .dorP PS-9002/ESD PS-90002M/ESD*

Voltage in/V               230 230
Voltage out/V 35 35
Dim. mm (lxwxh) 200x140x60 200x140x60
Weight/g                    2200 2200
Fitted for                All types            All types
* M in Trafo/control unit means soft boot.



EPA

SPECIAL TOOLS

IC-Butler 5. Pin-adjuster for •ve IC-widths, for
MOS and CMOS from 4 to 64 poles.

Prod. No.: 8860001

IC-Butler 3. Pin-adjuster for ICs in tubes, three IC-
sizes, 0,3", 0,4" and 0,5".

Prod. No.: 8860025

IC-Butler 2. Pin-adjuster for two IC-widths, for
MOS and CMOS from 4 to 48 poles.

Prod. No.: 8860010

PLCC-Extracto r.The universal tool for extraction
of socket PLCC.

Prod. No.: 8920001

Zipp-Zapp. Special tongs for extraction of locking
plugs in IC-tubes.

Prod. No.: 8860002

Vacuum Tweezers
Vacuum tweezers with removable suction cup
probes, three straight and three curved.

Prod. No.: 67-V8901ESD

M:7

EPA

EPA

Siemens Paring Knife
Precision tool for peeling 0,12±1,0 mm2.
Adjustable knife length 5±50 mm.

           .oN .dorP AWG mm2

V21 36±26 0,12±0,40
V22 30±20 0,25±0,80
V23 28±18 0,30±1,00



Probe.Handle in conductive Te•on with removable
points.

Prod. No. Description
TEX-S Loose handle
DB-1 Long straight point 45!
DB-5 Curved point
DB-6 Short straight point 60!

TWEEZERS AND PROBES

M:8

1.
2.

3.
4.

5.
6.

2.

1.

3.

EPA

EPA

EPA

Prod. No.  VS-1. ESD tool box containing:

 .oN .dorP                 Description
1. SMD-10SA Tweezers
2. SMD-110 SA Tweezers
3. 100-SOLDER AID Pointed stick, conductive, reinforced
4. 100-DB-1 Probe, long point 45!
5. 100-DB-6 Probe, short point 60!
6. 100-DB-5 Probe, double-ended, pointed

Tweezers

noitpircseD            .oN .dorP
1. 102ACA SMD-tweezers
2. 103ACA SMD-tweezers
3. 00dSA Tweezers

Tweezers in conductive plastics are available on request.



The yellow bottles are made of a permanent
dissipative material. The bottles do not react
chemically with solutions such as TCE, alco-
hol or other common cleaning-agents and
chemicals.

DISSIPATIVE BOTTLES

M:9

EPA
1. 2 - 4. 5. 6.

Art. Nr.                  Description
1. SCB-16-ESD Spray bottle 480 ml
2. KE304 Dispenser bottle 120 ml
3. KE306 Dispenser bottle 175 ml
4. KE308 Dispenser bottle 235 ml
5. KE325 Water bottle 250 ml
6. KE350 Water bottle500 ml

ESD WIPES & BOTTLES

The ESD wipes are approved for usage within
EPA. Common areas of usage are cleaning/wiping
of stencils, PC boards and optical components
and equipment.

Technical information:
· 100% synthetic, woven PES100. No metal or

carbon !bre threads woven into the material.
· Dust free
· Homogenously dissipative, independent of humidity
· Resistant to common cleaning-agents and chemicals
· 20x20 cm
· Delivered in packs of 50 pcs.

Art. Nr. MW202050

The bottles are made from aluminium, which pro-
vides e"ective ESD properties that remain over time.
The bottles are also manufactured with a special
inner coating that ensures that the bottle is
approved according to food regulations. This means
that the water remains fresh longer and that there is
no risk of substances migrating from the bottle wall
into the water. The cork can be sealed tight in order
to prevent water spillage onto workbenches. The
bottles can be washed in a dish-washer, providing
you with a constant clean and fresh bottle. The bot-
tles hold 0,6 litres and are available in blue or black.
The bottles are available with optional prints.

Art. Nr. Description
616-S Sport bottle 0,6l Black
616-B Sport bottle 0,6l Blue





TEST INSTRUMENTS

PGT 100 is a user-friendly and complete test station for
shoes and wrist straps. It quickly and carefully controls
the personal ESD protection.

Measuring voltage: 100V (can be adjusted to 30V, 50V)
Measuring ranges: 750k½ ± 35M½ wrist strap 

and spiral cable
100k½ ± 35M½ shoes
(can be adjusted to 100M)

Signal: Red / Green diode and light

The equipment is driven with a 9V battery or with an
external power supply 230VAC, which can be ordered sep-
arately. The tester can be connected to an automatic door
opener. PGT 100 is delivered with a shoe plate 400x300x2
mm and can be complemented with a wall mounting panel.

N:1

Art. Nr. 7100.PGT 100

Art. Nr. RP50V-503

EPA

The wrist strap tester which tests your wrist strap
(and shoes with complementing shoe plate) and
can also be used for simple control testing of
tables, floors, chairs etc. Operates on a 9V battery.

Range:
OK: 0,9M ½ ± 100M½
Low: 0±0,9M ½
High: 100M ½
Measuring voltage: 40±50V
The range can be adjusted to fit your own specific requirements:
Upper measuring area: 30 M½ ± 450M½
Lower measuring area: 300k½ ± 4,5M½

Art. Nr. RP50V-400

EPA

Shoe tester that quickly and easily confirms that
the resistance of the ESD shoes are within the
approved ranges. Operates on a 9V battery.

Range:
OK: 0,9M ½ ± 100M½
Low: 0±0,9M ½
High: 100M ½
Measuring voltage: 100V
The range can be adjusted to fit your own specific requirements:
Upper measuring area: 30M½ ± 450M½
Lower measuring area: 300k½ ± 4,5M½ 



TEST INSTRUMENTS

N:2

Art. Nr. 7100.PGT 2000

PGT 2000 is a complete test station for control testing of
personal ESD protection ± wrist strap and shoes- with
built in identification function. Every person is i dentified
at the control measurement and the figures are saved digi-
tally at a given location, either locally in the unit or on a
PC / network.

The test station is administered entirely via PC. It is very
user-friendly, both for the staff carrying out the test and
the staff administering the equipment. All test results are
saved and shown with the aid of the accompanying soft-
ware (Windows compatible 95/98/NT/2000/XP). The
results are easily sorted so that required information can
be found/read.

Every separate unit can be individually programmed
where the range and measuring voltage can be adjusted
depending on individual requirements.

Up to 64 separate PGT 2000 can be connected in series
and connected to a network. 

The identification function can work in several dif ferent ways:
· Via a transponder attached to the shoe
· Via separate ID-cards
· Via existing employment cards with a separate card

reader connected to the unit via the COM-port

The test station can also be connected to an automatic
door opener and hence, work as a an access controller.

The advantages with PGT 2000 are several:
· Quick and careful control of the personal ESD 

protection.
· All figures are saved digitally which facilitates the

demands, in most of the quality systems, on traceability.
· The equipment can not be ªtrickedº thanks to the

identification function.
· Test both shoes separately.

The administrator can very easily and quickly find out: 
· Who has / who has not tested their protection
· Who does not have approved shoes/wrist straps



MEASURING INSTRUMENTS

METRISO 2000

N:3

Metriso 2000 is a complete digital meter for control mea-
suring of both resistance to ground and point-to-point
resistance. The instrument is delivered together with two
measuring probes that fulfil the specification according to
IEC61340-5-1 ( ù 63,5 mm and 2,25 kg) and one com-
bined temperature- and humidity meter.

The instrument has an integrated data-logger where up to
2500 measurements can be stored, which facilitates quick,
effective and flexible handling during control measures.
The measuring results are transferred to PC with a COM-
port cable (standard) or with a USB cable (optional) with
the accompanying software (Windows compatible).

Measuring voltage (adjustable):   10V/100V/250V/500V

Measuring range:                       103 till 10 12½
Operates with four 1,5V batteries

Art. Nr. RP 100V-700 Art. Nr. RP 100V-620

Accessories:
Measuring probe ù 63,6 mm, 2,25 kg.
Ring probe for control measuring of sur-
face resistance and volume resistance
(bags, clothes etc.). Is delivered together
with a metal plate and an isolating plate
in a conductive bag.

Practical and user friendly measuring sticks for control of floors, benches, chairs, trolleys etc. The
measuring sticks are available in two different lengths. The longer alternative is most suitable for
measuring floors while the shorter alternative is used for chairs, tables and trolleys. Both measuring
sticks are available in two different designs with different indication areas, see pictures.
Art. Nr. Floor/Bench Range
RP 100V-600 Floor 100M ½/1G½
RP 100V-700 Bench 100M½/1G½
RP 100V-620 Floor <1M½/1-10M ½/10-100M ½/100-1G½/>1G½
RP 100V-720 Bench <1M½/1-10M ½/10-100M ½/100-1G½/>1G½

Art. Nr. 7100.2000.MK

Art. Nr. 7220.880.SET



FIELD METERS

N:4

Art. Nr. ACL 300B
Electrostatic field meter, small,
light and easy to operate.
Allows you to  locate and mea-
sure electrostatic fields.
Operates on a 9V battery.
Supplied with a leather case.

Measuring range:
0 ± 500 V
0 ± 3000 V
0 ± 5000 V
0 ± 30 000 V

Art. Nr. SRM-110
Small and user-friendly resis-
tance meter for control of sur-
face resistance and resistance
to earth. Ideal for daily checks
of work surfaces, floors and
packaging material. Has a built
in 12 LED display.

Walking test kit

The most important function when using ESD
floors together with ESD shoes is that the sys-
tem works so that no high charges are present.
With WT 5000, the body voltage is continually
control measured as you walk on the floor.

The instrument consists of a electrometer dis-
play  that shows the size of the charges with the
help of a logarithmic LED-display. The instru-
ment has a measuring range of +-5000 V to 
+-500 V. The result can also be shown on-line
on a PC/laptop with the accompanying software
(compatible for Windows 95/98/NT/2000/WP).

Art. Nr. EFM022
Small, handheld, electrostatic field
meter with digital display for a
more accurate measurement of
electrostatic fields. The electrostat-
ic field strength. Value (V/m) will
be automatically transferred to
the electrostatic value. According
to the preset distance. Operates
on a 9 V battery.

Measuring range:
Distance Measuring range Max voltage
1 cm 0 ± 10 kV 1V
2 cm 0 ± 20 kV 2V
5 cm 0 ± 50 kV 10V
10 cm 0 ± 100 kV 10V
20 cm 0 ± 200 kV 20V

Art. Nr. 7100.WT5000



IONIZING - INSTRUMENTS

CHARGED PLATE MONITOR

O:1

EPA

Charge Plate Set ± EFM 022-CPS
Handheld instrument for measuring of the
ionizer's e•ciency and o€set voltage. The
instrument measures the electrostatic decay
time from + / - 1000 V to + / - 100 V. Thanks
to the size of the instrument, measurements
can be carried out where space is limited,
inside machines for example.

The measuring kit contains:
· The digital •eld meter EFM022
· High voltage generator +/- 1200 V
· Carrying case
· Charging plate
· Ground connection
· Battery charger
· Calibration certi•cate and a manual in English

The kit is delivered in a conductive case.

Charge plate monitor
Charge plate monitor is an instrument that
measures the o€set voltage and electrostatic
decay time from + /- 1000 V to + / - 100 V. It
is compact, portable and extremely user-
friendly (only two buttons!). The instrument
can be connected to a PC for remote control
or for transferring of data.

Includes:
· Net cable
· Ground cord
· Distance stick for horizontal 

•tting/measuring and software

The instrument and the accessories are deliv-
ered in a conductive case.

Art. Nr. 7100.CPM374

Art. Nr. EFM022.CPS



IONIZING

O:2

Art. Nr. 7500.PC Art. Nr. 7500.M

Art. Nr. 7500.TG3

Art. Nr. 7500.O Art. Nr. 7500.O.SK

CX.0057 .rN .trAG.0057 .rN .trA

EPA

Rapid static charge decay times, 
e•ective area 90x180 cm
· Integrated heater within the fans, 

the fans have three di•erent speeds
· Inherently balanced € 5V
· AC technology
Size 39x20.65x11,45 cm (LxHxW)

Ergonomically designed mouthpiece
· Air pressure supplied needed between 1 and 6,8 bar
· Replaceable •lter
· Variable air ‚ow
· Electrical activation of ionization and air ‚ow
· Inherently balanced € 15V
· AC technology
· Both mouthpiece and cable in dissipative material
· Size of control unit: 13,2x8,5x16,4 cm (LxHxW)

Free mountable mouthpiece,
remote controlled with electri-
cal activation.

Quickly neutralizes static charges on a work
surface, e•ective area 60x120 cm.
· Integrated light, heater and three fans 

with variable speed
· Two task lights 13W
· Three fans with variable speed and 

integrated heater
Size 108,6x10,2x17,1 cm (LxHxW)

Compact and portable unit
· E•ective area 30x150 cm
· Variable speed with integrated heater
· Inherently balanced € 5V
· AC technology
Size 14x21,9x8,3 cm (LxHxW)

Unique construction which enables air inlet from
the back, from the side and from the top ± per-
fect for usage within machine or line production.
· E•ective area 30x120 cm
· Integrated fan with two di•erent speeds
· Inherently balanced € 10V
· DC technology (double DC)
Size 10x16x5,6 cm (LxHxW)



Antistatic Fluid

· Indispensable in every ESD control programme
· Documented e•ciency at relative humidity below 15%
· Long-lasting - easy to use - not €ammable
· Does not stain - completely biologically decomposable
· Delivered diluted, ready to use
· Meets American military and medical demands on electrostatic discharge
· Documented e•ciency for elimination of service problems with ESD equipment
· Used in leading industries in the USA and Japan

STATICIDE is an excellent antistatic €uid that is simple to use and ensures very e•cient static control,
even over a long period of time. The product is well suited for use in a number of industrial processes,
as well as in other •elds and environments.
STATICIDE  is excellent for use in areas where static electricity is a problem or risk for people,
equipment, components or processes. It removes static electricity causing dust and other air particles
sticking to people, equipment, •xtures, walls, ceilings and €oors.
STATICIDE is used for treatment of walls, ceilings, mats, work surfaces, •xtures, tools and equipment,
conveyor belts, clothes, textiles and other materials.

                      .oN .dorP Description
81092 Staticide 1 litre with spray pump
81095 Staticide 5 lit res

ANTISTATIC FLUID

P:1

EPA

Staticide! ESD permanent clear aerosol coating
is the •rst and only permanently dissipative coating
that exists. Can be used on plastics, painted metal,
laminate, glass, paper and other materials or
applications such as keyboards, computers, oscillo-
scopes, multipurpose instruments, shelves, work
stations etc.Staticide! ESDis not a temporary anti-
static protection like most sprays and refreshers.
Staticide! ESDis based on a unique semi-conductive
technology, garantueeing permanently dissipative
properties even at very low air humidity. With
a strong acrylic polymer, Staticide! ESD is an easily
used spray drying in a few minutes.
Volume: 340 ml
Prod. No.: 81201

EPA



HAND CARE PRODUCTS

P:2

A dissipative hand care lotion that does not contaminate. Enriched with Aloe Vera and Vitamine E,
this acidless hand lotion provides softer, healthier hands and nails.

Helps keeping the skin moist, facilitating better connection between wrist straps and skin.

Does not contaminate! Contains no glycerines, mineral oils, silicones or lanoline.

Immediately absorbed and does not smear.

Available in 240 ml and 960 ml bottles and a 3,8 litre can.

NOTE! Both bottles and can in ESD performance.

                      .oN .dorP Description                       Volume
ICL-8-ESD Hand lotion, ESD 240 ml
ICL-32 Hand lotion, ESD 960 ml
ICL-GAL Hand lotion, ESD 3,8 lit res

Cleanroom Hand  Lotion

Speci"cally suited for class 1 to 1000 Cleanroom environments. <50ppm ions.

Contains no petroleum products, does not wear down gloves or "ngercots.

For sensitive skin, helps preventing chaps, #akes or irritation caused by frequent use of gloves, "nger-
cots or constantly washing hands.

Non-fat, immediately absorbed and does not smear.

Available in 240 ml and 960 ml bottles and a 3,8 litre can.

NOTE! Both bottles and can in ESD performance.

                      .oN .dorP Description                       Volume
ICL-8-CR-ESD Hand lotion, Clean Room, ESD 240 ml
ICL-32-CR-ESD Hand lotion, Clean Room, ESD 960 ml
ICL-GAL-CR Hand lotion, Clean Room, ESD 3,8 lit res

EPA



POLISHBORTis a wax removal detergent. It e•ectively dissolves all €oor polish and wax without
heavy swabbing.

Speci cations:
Contents: Isopropanol, diethylene glycol monobutyl ether, monoethanolamine, caustic potash and water.
Environmental data:                All components are easily biologically decomposable. The plastic packaging is made from poly-

ethylene. The label is made from unbleached paper.
Handling :                             Use protective gloves and goggles.
pH  value:                              approx.  13 .
Net volume:                           5 lit res.

NOTE!" Protect" from" cold.

Prod." No. :"50105

ESD-CLEANER FLOOR is used for maintenance and wet cleaning of €oors. It is advised against using
other types of detergent as these might damage the electric properties of the €oor.

Speci cations:
Contents: Polymers, tensides, levelling agent, antistatic agent, organic complexing agent and water.
Environmental data: Content of phosphate expressed as phosophorous (P) is 0 %. The tensides are biologically decomposable

(in accordance with OECD norms). The plastic packaging is made from polyethylene. The label is
made from unbleached paper.

pH  value:                              Mixedapprox.  8,2 .
Concentrate approx.  8,2 .

Net volume: 5 lit res.

NOTE!" Protect" from" cold.

Prod." No. :"50101

ESD-POLISHis suited for treatment and maintenance of both insulating and conductive €oors. The
electric properties of the polish makes it both dissipate electrostatic charges and at the same time
prevent the origin of static electricity. Triboelectric charges are reduced to 100 Volt or less. ESD-Polish
provides a shining, wear-resistant and anti-slip surface treatment protecting the €oor, and at the same
time signi!cantly facilitating the €oor maintenance, particularly for conductive €oors.

Speci cations:
Description : Shining, anti-slip acrylic polish with antistatic admixture.
Dry substance:                        approx. 17% .
Drying time:                         30±60 min, but might vary according to temperature and air humidity. Perfect properties are

obtained after a night of drying.
Electrostatic charge:                Less than 100 Volt.
Surface resistance:                 approx. 108±1010 Ohm .
Net volume:                           5 lit res.

NOTE!" Protect" from" cold.

Prod." No. :"50100

FLOOR TREATMENT PRODUCTS

Prod." No. :"50100 Prod." No. :50105 Prod." No. :"50101

Q:1

EPAEPAEPA



ESD-CLEANER TABLE

Q:2

EPA

ESD-Cleaner Tableis a detergent speci•cally designed for cleaning work places, table surfaces and
dissipative table covers.

· Cleanses without leaving insulating •lm
· Can be used on all types of table covering
· E€ectively removes residual •ux, oil, grease and other impurities
· pH value 6,9-7,1

Apply with a sponge or spray pump. Leave on for 3-4 minutes, then work the surface with a sponge
and dry o€ with a paper towel or lint-free cloth.

Contents: tensides, isopropanol, diethanolamine, colour and perfume.

Apply undiluted.

WARNING!
Might cause eye irritation.
Not for consumption purposes.
Keep out of reach of children.

NOTE! Protect from cold.

                      .oN .dorP Description
81107 ESD-Cleaner Table , 0,5 lit re, including spray pump and sponge
81108 ESD-Cleaner Table , 1,0 lit re, including spray pump and sponge
81109 ESD-Cleaner Table , 5,0 lit res



CLEANING PRODUCTS

Q:3

Conductive brush for sweeping table mats. The brush has 35 mm nails
in three lines and conductive handle.

htdiW      .oN .dorP Description
TEX-50 160 mm Bench brush

For more brushes, see sections B and M.

Broom

noitpircseD      .oN .dorP
TEX-LB Long broom with conductive nail board 

and treated broom handle, 35 mm nails, 
width 400 mm

Also available in 500 mm width.

D EPA

EPA EPA

Bin Bags

Prod. No. Volume Number/Roll
EH 02002 14 lit res 100
EH 02003 20 lit res 100
EH 02006 36 lit res 100
EH 02004 125 lit res 10

Conductive Cleaning Bucket

                  .oN .dorP Volume        Description
20017250109 23 lit res     Conductive cleaning bucket
20910000100        Handle for cleaning bucket

Broom Set

noitpircseD                       .oN .dorP
TEX-KB Broom with short broom handle

900 mm, 35 mm nails, three lines
of nails, width 250 mm

TEX-KS Dustpan 900 mm

EPA



Compacto 9 ESD vacuum cleaner. 1200 Watt ESD vacuum cleaner in conductive polypropylene. The
motor is earthed through the mains supply cable (10 m) and the chassis through the conductive castors.
The vacuum cleaner has a •oor nozzle in metal, 3 smaller nozzles in conductive polypropylene,
conductive hose (2,5 m) and a printed ESD symbol. Weight 6,3 kg.

VACUUM CLEANER

Q:4

Prod. No. : VAC-Dc Prod. No. : VAC-De Prod. No. : VAC-Dt Prod. No. : VAC-Dr

Vacuum cleaner nozzle brushes, ESD ± VAC-D.All brushes can be returned and supplied with new
nails after use.

Prod. No.       Description
VAC-Dc Round nozzle in aluminium or PomC (conductive plastic). Conductive nails 30/70 ù 45 mm, 

nail length 15 mm
VAC-De Radiator brush. Conductive nails 30/70 length 150 mm, width 85 mm, nail length 15 mm
VAC-Dt Triangular nozzle in PomC (conductive plastic). Conductive brush 30/70 length 90 mm,

width 45 mm, nail length 15 mm
VAC-Dr Rectangular nozzle in PomC (conductive plastic). Conductive nails 30/70 length 140 mm,

width 50 mm, nail length 15 mm

These nozzle brushes are in standard performance. They are also available in 100% conductive carbon
!bre nails or in other dimensions.

EPA

EPA

Prod. No.              Description
36400004 Vacuum cleaner including •oor nozzle, 3 smaller nozzles and dustbags



ESD EDUCATIONAL PROGRAMME

The educational programme starts with a video
film, presenting the essentials of ESD, providing
a general foundation of what ESD is about. Then
it is continued with overheads that principally deal
with the same issues as the video, but developed
on a more in-depth level, and it is assisted by a
dialogue between lecturers and participants. After
this a more practical part follows. We bring out
and examine ESD material, wrist straps, cords,
meters etc., and try to gain a more practical view
of ESD control. Breaks are held at convenient times.

NOTE! Maximum 15 people.

Naturally we can adapt this standard educational
programme custom-made to specifically suit your
company.

CONTROL MEASUREMENTS OF ESD FLOORS

We can do control measurements of your ESD
floor in accordance with IEC norm 61340-5-1
and according to the recommendations of SP.

The measuring follows a specific routine, with
100 V (dry electrode) measuring voltage. After
the control measurement a protocol is drawn up,
and your company will then have a document
stating that your ESD floor meets the required
demands for conductive capacity.

S:1

ESD training in Swedish. Now there is finally a
complete ESD educational programme in Swedish -
with adapted coverage for specific types of personell.

The training programme consists of some 200 pages in
all, comprising animations, video films and interactive
parts, as well as questions closing every section and a fi-
nal test held after completion of the training programme.

The ESD training programme is developed with
guidance from the ESD group within the Association
of Swedish Engineering Industries (VI).



CALIBRATION OF INSTRUMENTS

We also offer calibration of your meters, wrist strap testers, surface resistance meters etc. We carry out
control measurements and calibrate, after which you will receive a calibration document with trace-
ability, recalibration intervals and other useful information.

Please call us for further information about our services.

ESD AUDIT

1. Conductive castors
2. Dissipative surface
3. Wrist strap tester
4. Shoe tester
5. Shoe tester plate
6. Wrist strap and cord
7. Earthing cable
8. Earth
9. Earthing point

10. Earthing point on trolley

11. Shoe straps
12. Ionizer
13. Dissipative work surface
14. ESD chair
15. Conductive floor
16. ESD smock
17. Conductive shelf
18. Conductive panel
19. Warning sign
20. Apparatus

S:2

ESD-Center AB also offers a complete audit of your ESD protection. Our knowledgeable educational
staff will guide you through the entire product flo w, from incoming goods to products ready for
delivery, and make sure all stages are carried out in an ESD controlled environment and that existing
ESD protection works.

Please contact us for further information.


